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Step-by-step

instructions:

#_

e - ¢ |

4

About this manua

This PRO.FILE manual uses various signs and icons in order to guarantee a good
readability and comfortable handling.

For quicker finding within the manual, step-by-step instructions are marked with a
margin heading.

Menu sequences and function calls Example:

Menu sequences and function calls explained in this "File" => "New" =>
manual are marked in bold and in quotation marks. "'Document description"
Buttons and keys Example:

Keys and buttons are highlighted by angle brackets. "Confirm with <OK>"

Notes and warnings
To highlight special information the following icons are used:

Function call:

'"PRO.FILE" => "Extras" => "Options" => "Performance'

Example:

Boxes marked with this icon give subject-relevant examples for the usage of command
lines, configuration strings and other software-relevant entries.

Note:

Boxes marked with this icon contain useful hints on the operation, configuration or
installation of the PRO.FILE software.

Attention:

All information given in these boxes is very important and should be read carefully!
Non-observance of these hints may lead to wrong functioning, display problems or
other negative consequences.

Important notes:

The "stop sign" warns you of possible entry or operation errors, which may lead to loss
of datal

Attention — Undo not possible:

All entries and configurations described in these boxes have to be made carefully,
because they cannot be undone!
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1 The integration PRO.FILE CATIA V5.NET

PRO.FILE PLM speaks the language of design departments and offers functions needed
by design engineers.

PRO.FILE is an established PDM system for the administration of data and documents
for the technical office. It works fully integrated into the CAD System CATIA V5.

Drawings and CAD models can be loaded from or saved to PRO.FILE directly from
CATIA V5.

When assemblies are saved, PRO.FILE automatically generates bills of materials and
proofs of usage. These can be included in the drawing title block along with the product
data.

Interfaces allow the transfer of product data (part master data, bills of material and CAD
documents) specified during the design process with CATIA V5 to ERP systems.

1.1 The contents of this manual

The following chapters describe the operation of PRO.FILE within the CAD system CATIA
V5.

The descriptions assume that the functions of the PRO.FILE basic software are known or
can be looked up in the corresponding manual.

This documentation describes the interface between PRO.FILE and CATIA V5. The
following topics will be addressed:

e Operation of PRO.FILE from within CATIA V5
e Data representation of structures/references in PRO.FILE

e Infegration of PRO.FILE into the CATIA V5 environment

The configuration of the integration is described in the configuration manual of the
integration.

@ Note: Manual "CAD design supported by PRO.FILE"

When using the integration PRO.FILE CATIA V5.NET, please also note the manual
"CAD design supported by PRO.FILE", which describes the basic procedures and
related issues from the designer's point of view.

PRO.FILE Release 8.7
July 2017 Page 7 of 78



Functions of the Integration PRO.FILE CATIA V5.NET Table of contents

2

2.1

2.1.1

Let's get started: First steps with the PRO.FILE
integration

Via the loading, saving and information functions of the PRO.FILE integration, the user
can access information in and functions of PRO.FILE directly from CATIA V5.

The basic functions of the integration are explained in the following chapters:

e Please note: Special aspects of the integration PRO.FILE CATIA V5.NET

e  Only upon first start: Set up the local work folder

e  Where to find the functions of the PRO.FILE integration@
e Loginto PRO.FILE

e A brief overview: The functions of the integration

e Close the menu of the PRO.FILE Integration

Please note: Special aspects of the integration PRO.FILE CATIA
V5.NET

When working with the integration PRO.FILE CATIA V5.NET, some CAD-specific aspects
have to be noted. These are described in the following:

e Operation of the PRO.FILE integration with different CATIA V5 versions
e  Multiple sessions of CATIA V5
e  External references CATIA V5

e  Structures of assemblies within a file

e Selection
e Part families/Catalogues

e DL Names

e Balloons

Operation of the PRO.FILE integration with different CATIA V5 versions

By default, it is not possible to use the integration with different CATIA V5 versions within
one PRO.FILE installation.

If this is required however, there is the possibility of configuring such an inter-versional
operation.

For this purpose, a start script has to be created in order to select the CATIA V5 version
to be started in connection with the integration.

This can either be done manually via the command line or via a batch file.

PRO.FILE Release 8.7
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The content of the file has to be as follows:

"Path to the cnext of the version to be started" /regserver

Example for the script:
n An example for a script with CATIA V5 R25 and the corresponding default installation
path:

"C:\Program Files\Dassault Systemes\
B25\win b64\code\bin\cnext.exe" /regserver

Note:

; Whenever you want to switch to a different CATIA V5 versions, this script command
has to be run (with the script adjusted to the corresponding CATIA V5 version) before
you start CATIA.

Without the usage of such an adjusted script, it is not possible to use the integration

PRO.FILE CATIA V5.NET with another CATIA V5 version.

2.1.2 Multiple sessions of CATIA V5

The starting of several CATIA V5 sessions is possible, but only one session can be active
with a working integration PRO.FILE CATIA V5.NET at a time. As soon as another
CATIA V5 session is started, the functions of the integration are no longer available in
any of the sessions.

Note: Multiple sessions of CATIA V5

; When an additional session is started, the integration displays a corresponding
message. This message prompts the user to close one of the CATIA V5 sessions before
being able to use the functions of the integration PRO.FILE CATIA V5.NET.

2.1.3 External references CATIA V5

The integration PRO.FILE CATIA V5.NET only supports those references which were
generated within the same assembly. Within PRO.FILE only connections between
assemblies and sub-assemblies and single parts respectively will be saved and
managed. External references that are build up between single parts as well as other
types of references will not be supported.
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Nevertheless it is possible to use external references in connection with PRO.FILE. The
problem occurs when saving the file for the very first time because part A will be
renamed during this action. As part A is referenced by another part B, part B will still be
referencing the original part A outside PRO.FILE after saving because the integration
PRO.FILE CATIA V5.NET cannot identify the external reference and thus it cannot
substitute the external reference in an equivalent way. By using an appropriate mode of
operation it is possible to evade this problem:

e When using external references it must be worked with PRO.FILE parts only. That
means that the reference parts (part A) have to be saved in PRO.FILE first and can
then be referenced by other parts (part B). Afterwards the reference will contain the
correct file.

e If both part A and part B are parts of the same assembly the entire assembly will be
saved in PRO.FILE. When renaming the parts within the assembly the references will
be turned around automatically. One has to consider that due to the mode of
operation of CATIA V5 a reference will only be turned around if part A is replaced
BEFORE part B within the tree structure of the assembly. If part A is replaced
BEHIND part B, part B will still reference the old part A after saving. In an
interactive interrelation CATIA V5 works just as well.

e If documents have been renamed during the saving process it is important to check
the links afterwards.

e ltis also possible to substitute the reference manually within CATIA V5.

2.1.4 Structures of assemblies within a file

With CATIA V5 it is possible to insert components into a product that do not refer to any
file. Thus an assembly structure is generated which uses the basic product conceming
savings within the file. To accommodate this specific characteristic such structures will be
treated particularly inside the integration PRO.FILE CATIA V5.NET.

When saving such a product to PRO.FILE a metadata will be built for the basic product
as well as for every single component. Only the metadata of the basic product contains
a file. Within the structure of the document the metadata of the components reference
the document of the basic product (reverse structure). This ensures that when selecting a
component in PRO.FILE the file of the basic product will be loaded.

The part structure in contrast will be transmitted directly, i.e. the metadata of the
components reference the metadata of the basic product. Thus it is possible to map
more complex part structures appropriately.

Concerning the components it must be pointed out that your Properties cannot be
allocated automatically by values out of PRO.FILE.

PRO.FILE Release 8.7
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2.1.5

Selection

The initial point for every command in the integration PRO.FILE CATIA V5.NET is the
active single part and the active assembly respectively in the current CATIA V5 session.
An active document is the just selected document inside the structure tree of the
product. That assures the possibility to query e.g. information about a single part
belonging to a complex assembly without opening the part in a separate window.

Part families/Catalogues

The integration supports the connection between a CATIA V5 document and the
construction table in the form of an Excel file in which the configurations are defined. It
is possible that different files use the same table of construction. This fact has to be
considered when creating a new version of the Excel table because when versioning the
entire table all dependent parts will be versioned automatically.

The integration does not support CATIA V5 catalogues.

DL Names

It is now also possible to work with DL names only. In order to do so, the "DL names"
option has to be set to "current'. If "not allowed" was configured for the local search
paths, the working directory of the integration must be defined as a DL name.

Balloons

The integration PRO.FILE CATIA V5.NET supports the automatic compilation of balloons
within drawings. This function is based on the CATIA V5 function to construct balloons.
It only works if the CATIA V5 language is set English. Adjacent these balloons will be
filled up with information out of the PRO.FILE bill of material.

This function only uses the first level of the illustrated assembly.

PRO.FILE Release 8.7
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2.2

T

Proceed as
follows

Only upon first start: Set up the local work folder

CAD drawings are loaded directly from PRO.FILE in CATIA V5, and also saved and
versioned from CATIA V5 directly to PRO.FILE. For this, the drawings are saved
intermediately on the user computer in a "work folder".

The local saving of the CAD drawings makes sure that all required parts and documents
required for working with the CAD drawing are available on the user computer.

Note: Local work folder is always required

The CATIA V5 features require the availability of all related data. Without defining a
local work folder, it is not possible to work with the integration PRO.FILE CATIA
V5.NET.

You can freely choose the local work folder at the first start of the integration.

1. If no local work folder is defined when the integration is started, an input screen will
prompt you to define this folder.

2. You now have fo specify a "root folder". The root Browse For Folder ==
‘Folder is H’]e SuU perior ‘Fo|der Of The |OC0| do‘fo ;I;;Iocal working directory is a directory where checked-out
storage. In this folder you can later create several o

. . 4 M t B
work folders, which are then supervised by the 5 B Flobmy Dk rive 49
"Workcenfer”. 4 & L ocal Disk (C)
b1 Perflogs
e The "root folder" can be selected - or created b Ll Program Files E
. [ 10 Program Files (x86)
via the button <Make new folder>. b B SoldWorks Dte
by Users
e  Once you have selected the desired root > B Windows
H H ‘ & Workcentarl
folder, confirm with <OK>. ¥ e i
I Make Mew Folder I [ CK ] [ Cancel

3. In the second step, "work folders" are now created in this root folder, which will then
be used by the integration.
Consequently, you are now prompted to specify a work folder within the root

folder:

PRO.FILE Release 8.7
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2.3

= Please specify a name for the work

folder.
= Confirm your entry with <OK>.

= The configuration of the
Workcenter is now finished.

Workcenter @
‘workeenter configure
(C:\Beispiele\Solidworks'work)

Please enter the name for your local working folder in the field stated below. In the
sbove-named field a folder with your name entered before will be created. All
PRO FILE data of the session will be stored in this folder.

Feldername work|

This work folder and other local work folder can be created and managed by the user
via the Workcenter. The Workcenter can be accessed via the PRO.FILE menu in CATIA

V5 under "Extra" => "Workcenter".

Detailed information can be found in the chapter "Workcenter".

Where to find the functions of the PRO.FILE integration?2

Via the menu "PRO.FILE" in the CATIA V5 menu bar all functions and features of the

integration can be accessed.

1. Start CATIA V5.

2. Go the menu bar to the section "PRO.FILE".

3. Select the desired integration function from the menu.

PRO.FILE Release 8.7
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2.4

Contents of this
PRO.FILE menu
depend on the CAD

object that is currently

active in the
foreground.

The integration
provides the
corresponding
functionalities,
depending on the

active CAD document

type — or disables
them.

Whenever one of these menu functions is used, PRO.FILE is activated. According to the

Open...

Open with newest versions...
Open with released versions..,

Open with versions browser...

Save..

Save automatic...
Save As...

Save TIFF...

Version
Lock//Unlock

Disconnect relation...
Properties update...
Insert component...
Replace component...
Create BOM...

Update title block...

4 Save as new version...

T Replace version...

& Lock..
T Unlock...
= o, .
&4 Part structure...
& Partform...
#  Part usage...
™ BOM..
45 Document list...
Document list in PROFILE...
| Document structure...
4! Document form...
&' Document usage...
™ All document versions...
@ PROCAD on the Web...
Help...

3 Workcenter..,
Delete working folder contents...

Create balloons...
Update balloons...

Update thumbnail...

function used, the required windows in PRO.FILE are opened automatically.

The user can thus access the whole range of PRO.FILE database commands with all

possibilities for data management.

Note: PRO.FILE macro needs to be activated

After the installation of the integration the PRO.FILE macro for the startup of the
integration has to be configured. If the PRO.FILE toolbar is not displayed, please

activate it as for the initial configuration of the integration.

For more details, please see the configuration manual of the integration or contact

your administrator.

Log in to PRO.FILE

If you access a PRO.FILE function for the first ime within an CATIA V5 session, you have

to log in to PRO.FILE.

Via the logon, the user is now identified by his PRO.FILE user name and password.
Based on this logon, the user rights, start statuses and function access rights for the

logged-on user are activated.

PRO.FILE Release 8.7
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2.5

Functions to Open
CAD objects

Saving Functions

In the login screen, please enter:
e  Your PRO.FILE user name

e  Your PRO.FILE password
Confirm with <OK>.

The PRO.FILE home screen is now
displayed.

PROFILE &S™7

Note: No login required in case of "Autologin"

This login is not requested, if the PRO.FILE autologin function is activated.

A brief overview: The functions of the integration

This chapter gives you a brief overview of the possibilities offered by the menu functions.
Detailed information on each function can be found later in this manual.

e Open:
This function opens PRO.FILE and provides the user the option to choose a CAD
document and open it in CATIA V5 by confirming the choice.

e  Open with newest versions:
This open function automatically reads the newest version of the references of the

CAD objects from PRO.FILE in CATIA V5.

e Open with released versions:
This open function automatically reads the newest released version of the

references of the CAD objects from PRO.FILE in CATIA V5.

e  Open with version browser:
This function is almost identical to the "Open" function with the exception that the
version selection will appear when a document is selected.

These functions allow you to check in newly created CAD obijects to PRO.FILE or to save
data that is already stored in PRO.FILE and that was retrieved for modification back to
PRO.FILE. When saving back, the data in PRO.FILE will be automatically overwritten.
The process of saving and modifying also depends on the user’s authorizations. This
ensures that only authorized users can create or modify documents in PRO.FILE.

e Save
This function saves the entire object with all of its contained elements. For those
elements within the object that have not yet been saved, you will be asked to
provide information for the document master or, if need be, for the part master.

PRO.FILE Release 8.7
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Functions for .
Versioning

Functions to .
Lock/Unlock CAD
objects from

PRO.FILE while
working in CATIA

V5

Save automatic

This function saves the complete object with all its contained elements.

The document master and, if need be, the part master for the object will be filled in
manually. A document master and, if need be, a part master will be automatically
created in PRO.FILE for those elements within the object that have not yet been
saved. The name of the object file is given as a name.

Save As

With this function you can use entire assemblies as a template in order to create a
new project with it. The original documents are not referenced by the resulting
documents, which are simply copies of them.

This function saves the entire object with all of its contained elements as a new
object in PRO.FILE. The document masters and, if need be, the part masters of the
originals are used as a template for the new document/part masters. You can
either manually or automatically create the new elements (see "Save" and "Save
automatic').

During this process, the drawings that belong to each element will also be
identified. These will also be included in PRO.FILE as new elements and linked to
the corresponding products/parts.

Save TIFF

This function creates a CAD drawing in the neutral TIFF format and saves it as a
document. This TIFF document is automatically attached to the body of parts of the
drawing.

Save as new version:

Saves the currently active CAD-object as a new version in PRO.FILE. If this function
is used on a part that is built into an assembly, the references of the assembly will
still be referred to the old version of the part after the new version management of

PRO.FILE.

Replace version:
The command "Replace version", enables an existing built version of a CAD-object
to replace an object in all assemblies in which the previous version is built info.

Lock:

CAD obijects which were read from PRO.FILE in CATIA V5 are not automatically
locked for the user. To be able to modify a CAD obiject, the order "Lock" must be
called up beforehand. By this function call, the rights of the user are checked, the
topicality of the CAD object is checked and the data is locked in favor of the user,
so that no other user can carry out changes.

Unlock:

This function unlocks the PRO.FILE objects which were locked for processing in
CATIA V5. Other users can again carry out changes fo the object. Changes to an
unlocked object are not automatically stored in PRO.FILE so the storage process
must be carried out separately.
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PRO.FILE
Database
functions

Working with
PRO.FILE

components

Functions for bill
of materials and
title block

Viewing and
information
functions

Disconnect relation

This function deletes the database link of a PRO.FILE part, a PRO.FILE drawing or
an entire PRO.FILE assembly including choice of objects contained therein. The
CAD obijects are then treated as purely locally-saved CAD obijects.

Properties update
If you have linked PRO.FILE metadata to properties in a product or part, you can
use this function to update them.

Insert component

You can use this function to open the CAD models stored in PRO.FILE within an
assembly. To activate the assembly into which the component is to be included,
simply double-click on it in CATIA V5. Next, the integration command is executed
and the component is selected in PRO.FILE. The positioning is carried out
automatically by CATIA V5.

Replace component
Replace an existing component with one that is already stored in PRO.FILE.

Create BOM
This function calls up PRO.FILE, and creates a new bill of material for the active
assembly. If there is already a PRO.FILE BOM, this is updated.

Update title block

This function allows information on bill of material, modification list and title to be
filled in on a drawing upon opening. This requires that lists and fields are pre-
configured for the template to be used.

Part structure
Shows the structure overview of the displayed/selected object.

Part form
Changes to material master form of the displayed/selected object..

Part usage
Changes the proof of usage list of the displayed/selected object.

Bill of material
Shows the bill of material view of the displayed/selected object.

Document list

This function calls up the document special list in PRO.FILE, and shows the user the
information that has been configured for the actual part, drawing or assembly, and
all attached parts.

Document structure
Changes the document structure list of the displayed/selected object.

Document form

Changes the document description in the list presentation of the displayed/selected
object. If there is no Object specially selected within an assembly, then the form of
the displayed assembly will be shown.
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Extra: Additional
functions

2.6

Document usage
Changes the proof of usage list of the displayed/selected object.

All document versions
Shows all document's versions saved in PRO.FILE.

PROCAD on the WEB

This menu point opens the PROCAD homepage, as long as the user has internet
access.

Cancel
Closes the PRO.FILE integration menu.

Workcenter:

All files loaded or saved via the integration PRO.FILE CATIA V5.NET are
automatically saved locally in the Workcenter folder. With this function you can
manage these files or create additional work folders.

Delete working folder contents
The locally stored files can be deleted with this function.

Create balloons
With this function you can insert balloons for bill of materials positions from
PRO.FILE in the drawing, when working with drawings and assemblies.

Update balloons
This function updates existing balloons on a CATIA V5 drawing with values from the
bill of materials in PRO.FILE.

Close the menu of the PRO.FILE Integration

The menu of the PRO.FILE integration can be closed by clicking on the function
"Cancel".

This function can be found at the bottom of the menu.
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3 Opening CAD Documents from PRO.FILE in CATIA
V52

PRO.FILE manages CAD data centrally and makes them available to users with the
corresponding access permissions via the command "Open'".

@ This chapter explains the functions and
possibilities in the context of opening
Open... documents:

_ TN TR T e  Open: Opening CAD Documents from

Open with released versions... PRO FILE

O pen with versions browser... .
e Open with newest and released

versions of the components

e  Open with version browser

e Attention: Opening of locally existing
files

Attention:

The data loaded from PRO.FILE in CATIA V5 are not automatically locked when
opened in CATIA V5. The user has to lock the objects manually via the function "Lock".

After the object has been edited and saved back to PRO.FILE, it can be unlocked
again, so that it is available to other users. For detailed information see the chapter
"Lock/Unlock: Who can change when?'

* Note: PRO.FILE checks permissions
l When the function "Open" is used for documents from PRO.FILE, the corresponding

access rights of the user are checked. These permissions depend on the user access
rights as well as on the status-dependent permissions of the document.
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3.1 Open: Opening CAD Documents from PRO.FILE

If you want to access a document from PRO.FILE, use the function "Open" of the
integration PRO.FILE CATIA V5.NET.

This function starts the PRO.FILE Checkout wizard, in which you can select the desired
document for loading in CATIA V5.

To open a CATIA V5 document from PRO.FILE proceed in the following steps:

: Function call from the PRO.FILE menu in CATIA V5:
‘ "PRO.FILE" =>"Open"

Step 1 Using the PRO.FILE function "Open"

1. Select the function "Open" from the "PRO.FILE" menu.
e '"Open"loads the document s they were recently saved.

e (The functions "...newest versions" and "...released versions" relate to CAD
data with linked elements from PRO.FILE. In this case you can load specific
versions of the linked elements from PRO.FILE. See chapter "Open with newest
and released versions of the components").

= The Checkout wizard for the selection of the desired document is displayed.

Step 2 Selecting the desired document in the Checkout wizard

The Checkout wizard displays the PRO.FILE GUI as it was used the last time.

- ==

2. If the desired document ~ |[Bi=ters —
is not yet displayed in a e

list or form view, you ae ul. TG0 RCRTRA
7 Plant3DProjekte X
can start a selection via %Eﬂ‘ EEEIEE ® e 0GR 8| Homn
. . DoNo_ Typeof Docume W LK Preview Stat Project no. Project descr. «created from
the following functions: I : ‘ |

PROCAD

H 107016 PlantProjekt PRO.  PROCAD
e Via the tab
107007 in Bearbeitung 1234 PlantProjekt PRO. PROCAD
"COckp”” 106980 in Bearbeitung PROCAD
106966 in Bearbeitung PROCAD
706358 in Bearbeitung PROCAD

e Via the search . : :

fUﬂCTIOn n The ERP | Brows. Versi. Previ. Disp.. Prizes. Struct. Docu. Mailpr Modifi. Partf. Listof. Wher. Status. Docu. Docu. Webr. Status.

. Y| e Lo N A - I
i | o5 ’9‘ BEasESEHERE 3
icon bar. I
4 i‘ CAD-Dokument zip PROCAD 2205.2014 inBearbeitung 107035 Frame A2 Landscape Project XYZ.zip - -0 m ?
V. { . = l_‘(:J\E‘H]Dln.lmem def PROCAD 22052014 inBearbeitung 107036 Frame A2 Landscape ProcessPowerdcf - - 01 01 !@‘
. IO OVOrITeS/ I3 l_‘CAD'DDkumer\l def PROCAD 22052014 inBearbeitung 107038 Frame A2 Landscape Piping.dcf - -0 m !
= ‘CAD-Dokument def PROCAD 22052014 inBearbeitung 107040 Frame A2 Landscape Iso.dcf - -0 m !
SmartSearch or o

| | CAD-Dokument dof PROCAD 22052014 inBearbeitung 107041 Frame A2 Landscape  Oriho.dof - 0o g -
i

<[

task assignment
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Step 3

3.

If the desired document is displayed in a list view, you can select it. (If the desired
document is displayed in a form view, it is already selected. Click <Open>.

= The Checkout wizard closes and the dialog screen for the loading type is

displayed.

Detailed Information on the Checkout wizard can be found in the following chapter
"Working with the Checkout wizard to search for CAD documents'".

You want to edit? Then you must lock the document(s)

Until now, the selected CAD data are not locked in PRO.FILE and can be modified by

other users in PRO.FILE.

This means: If you want to edit the CAD document, you have to lock it. The dialog
"Lock" supports you in this process:

=

If you click on
"Lock" the dialog
for locking CAD
documents is
displayed.
(Information on
the functions and
status indicators
can be found in
the chapter "Data
overview: The
document list')

Select all documents you want to lock with the corresponding check

boxes.

B8 Lock I L= J
I Please select documents o lock.
|
I
| BB E B & 0‘ «-‘ &‘ Number: 18
Selection Info Name Dependent Preview Status =
'Y & Project XYZ not changed not changed 0 in Bearbeitung
! ProcessPower modified not changed 0 in Bearbeitung
=] Piping not changed not changed 0 in Bearbeitung
B not changed not changed 0 in Bearbeitung
O Ortho net changed not changed 0 in Bearbeitung
(& Misc not changed not changed 0 in Bearbeitung
. =} Spec Sheets net changed not changed 0 in Bearbeitung _
B I ] v
Dravings
Selection  Info Name: Preview Status Item # Item Descript
D

Confirm your selection with <OK>.

Selection

The selected document is now opened with its components in CATIA V5. The
"Open" procedure is thus finished.

Detailed information on the locking of document can be found in the following chapter:

"Lock/Unlock: Who can change when?".
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&

3.1.1

Note: Why can | not lock a document?

You want to open a document for editing, but in the "Lock" dialog, you cannot activate
the corresponding checkbox?
This may have two reasons:

e The document is already locked by a different user. You can see who the locking
user is by selecting document in PRO.FILE and looking at the dependent tab
"Status information".

e The document is in a workflow status, in which you are not allowed to edit the
document. This is typically the case for "released" documents. If the drawing of a
part is in the status "released", the part has already been manufactured and
delivered and thus can no longer be changed.

For detailed information on the "Open" process, please see the following chapter:
Working with the Checkout wizard to search for CAD documents

Checking the project environment when opening

If you are working with several environments in CATIA V5, it is possible to assign
documents to a specific environment when saving. You can specify whether to check the
CATIA V5 environment when you open a document.

If the CATIA V5 environment corresponds to the environment that was stored for a
document, the document will be loaded. If not, you can specify whether to warn the user
or to prevent CATIA V5 from being opened at all.

Working with the Checkout wizard to search for CAD documents

If you use the function "Open" from the PRO.FILE integration, you have to select the
document to be opened in the Checkout wizard.

The aim of this procedure is:

e  For PRO.FILE to know which document is to be opened, the desired document
description must

e cither be selected in a list view or a structure browser
e or be displayed in a form view

e Then the button <Open> at the right bottom of the Checkout wizard has to be
clicked.

Prerequisite for the selection/activation of a document in PRO.FILE is that the document
is displayed in a list or form view.
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When the Checkout wizard is opened, the PRO.FILE GUI is displayed as it has been

used the last time:

If search results had
previously been
opened in a list or
form view in a
separate tab, you
can directly access
the displayed
documents.

If the desired
document is
displayed on a tab,
select it and click

<Open>.

If no search had
been made
previously, or if the
desired document is
not displayed on
one of the existing
tabs, you can now
search for it.

For this, several
functions, which are
explained in the
following, are
available:

[ selectdocument . U % o o) [ S
| oo oo e oo s oyl e s oy comcnpcn
To sesrch for & documentyou can use e funciars of e b "Cockpi”, he favaries” bar and the “SmanSearch”
You can alao select Gocument Gescriptions from 15t and form views of siready ope
RB s ETE|onaRER
%@‘EEEED § 2 0BG B| Hom?
DoNo. Type of Docume W LK Preview Status Project no. Projectdescr. created from
» ‘1\1"\:-35 ‘E:«D—Ddhun'n:—nt ‘ ‘ ‘:\p | ‘m Bearbeitung 2 PlantProjekt PRO... | PROCAD I
0 107026 CAD-Dokument §  zip in Bearbeitung 1234 PlantProjekt PRO.. PROCAD
i 107016 CAD-Dokument  § zip in Bearbeitung 1234 PlaniProjekt FRO.  PROCAD
i 107007 CAD-Dokument  §  zip in Bearbeitung 1234 PlantProjekt PR PROCAD
1 106980 CAD-Dekument  § zip in Bearbeitung PROCAD
1l 106966 CAD-Dekument  § zip in Bearbeitung PROCAD
1l 108958 CAD-Dokument  § zip in Bearbeitung PROCAD
! i J v
ERPI. Brows. Versi. Previ. Disp.. Prizes. Struct. Docu. Mailpr. Modifi. Partf. Listof. Wher. Sttus. Docu. Docu. lWebr. Status.
| HEEAT ELEEE IR
4 [, CAD-Dokument zip PROCAD 22052014 inBearbeiting 107035 Frame A2 Landscape  Project XYZZip oo § =
> [ CAD-Dokument  dof PROCAD 22052014 inBearbeitung 107036 FrameA2 Landscape FProcessPowerdef - - 01 01 § (& H
- || CADDokument  dcf PROCAD 22052014 inBearbeitung 107038 Frame A2 Landscape  Fiping.dcf o1 o §
b || CAD-Dokument  dcf PROCAD 22052014 inBearbeitung 107040 Frame A2 Landscape lso.def -0 g
‘p || CAD-Dokument  dof PROCAD 22052014 in 107041 Frame A2 Landseape  Ortho.def o1 0‘1 1 d
“ ] v
<Back [ Open ][ Cancal ]

2
electing
To:earch for adocumem you can use me functions of the tab " Cockp\t the’ ﬁvame: hsr and the "SmartSearch"
You can also select document descriptions from list and form views of already oper
‘[‘t*i?:??@|9‘[<‘x"&ﬂ?&'@
B
FULL TEXT SEARCH
PROFILE Ss& I
-
SEARCH CREATE
B o4 bt B o "
Document Part Project Document Part Project
|| B ¥ | @
kS &, vt Ll
Process Task Process Task
RECENTLY USED
Documents Documents and parts Projects Processes Task
WF LK ltem# Item Description MD Datum Cre ~
« I oo | I
B g
<Back Open Cancel

Attention: Double-click in the Checkout wizard

Documents are selected and then opened via the <Open> button. A document
cannot be loaded via a double click!

Because a double click means: Open document for viewing!

The checkout will remain active in the background waiting for your selection. But only
if the checkout wizard is closed, the document can be used for editing in PRO.FILE.
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Searching for To search for data records in the Checkout Wizard, several options are available:
data records in o | .
the Checkout e  Searching via the tab "Cockpit
Wizard The same icons as in the icon bar can be found on the tab "Cockpit": "Search

document", "Full-text search", "Search part", "Search project" have the same function
as the icons in the icon bar.
You can always go back to the tab "Cockpit".

e Search via the functions of the favorites bar
The favorites bar also offers several ways of searching for a document:

e Via the "Favorites" memorized searches or data lists can be accessed with a

double click.
e With the "SmartSearch" you can create individual search forms.

e If you are working with PRO.FILE processes and tasks, you can access the
documents linked to a task or process via the task or process structure.

e  Search via the icon bar
In the superior icon bar you can start a search via the following buttons:

. 2 Search for document descriptions to be displayed in a list.

rl.
. i Search for parts to be displayed in a list. Documents linked to
the part can be displayed in the dependent tabs "Structure" or "Document list'".

. :Search for projects to be displayed in a list. Documents linked to the
project can be displayed in the dependent tabs "Structure" or "Document list".

Detailed information on the selection of data in PRO.FILE can be found in the manual
"Operation PRO.FILE for Beginners ".
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3.2

&

Open with newest and released versions of the components

To open a document from PRO.FILE, the @
user can choose from three options:

° ||Openu GPEH...

{4 Open with newest versions...

N n M n
¢ Open with "Released versions Open with released versions...

° Open with "Newest versions" Open with versions browser...

The two version options do not refer to the document selected for opening in PRO.FILE.
They only refer to the objects linked to the document to be opened from PRO.FILE.

= As a user, you can decide with which version status you want to open the
components linked to the PRO.FILE — CAD document.

This means:

e "Open"
The selected document is opened from PRO.FILE as it was saved the last time.
Linked CAD documents are loaded with the version status, as they were saved the
last time via the PRO.FILE integration.

e 'Released versions"
The selected document is loaded with the newest, released versions of the linked
CAD documents. The newest versions that are in a release status are loaded.
When the function "Released versions" is used for opening an assembly, PRO.FILE
checks, whether the assembly contains components for which versions in a release
status exist. If this is the case, the newest visible version in a release status of such a
document is loaded in the Inventor session.

e 'Newest versions"
If the CAD document contains links to other CAD documents in PRO.FILE, the
newest versions of these linked CAD documents are loaded.
When the function "New versions" is used for opening an assembly, PRO.FILE
checks, whether the assembly contains components for which versions exist. If this is
the case, the newest visible version of such a document is loaded in the AutoCAD
session.

The actual process of opening the document is identical for all three of these options.

For more information see the previous chapter "Open: Opening CAD Documents from
PRO.FILE".

Note:

Only the versions, for which the user has the viewing permission can be displayed. If
the most recent version is not "visible" for you, you will get the newest version visible for
you.

PRO.FILE Release 8.7
July 2017

Page 25 of 78



Functions of the Integration PRO.FILE CATIA V5.NET

Table of contents

3.3

The document
structure (top):

The version
window (bottom):

-

Open with version browser

With the version browser you can open assemblies in dynamic constellations.

You can define via the
version browser with
which version an
assembly and its parts
is opened.

The function "Versions
choice" works similar
to the function "Open'"
— with the difference
that the version
browser is displayed
after the checkout
wizard:

Select document
Control the versions of the components.

Loaded: |As stored

CoEE

Nome Vers DocumentID Type of Document  Project no.
1084 T —

(] MO_R0_S_00106239

106339
3106340

CAD-Dokument

] Za.Av_28 00106340 CAD-Dokument

State Name. Thumbnsl  Stats Project no. Projec|
» O MO_RO_S_00106338 ‘ inBesrbeitung  Version -/ Revision - 106338 CAD-Dokument
® = MO_RO_S_00106338 ‘ inBearbeitung  Version: 1/Revision:- 103450 CAD-Dokument
Back Open Cancel

The version browser is divided into two areas:

e Inthe upper structure windows the selected CAD document is displayed with all
attached components.

e Via the button <Expand all> you can you can display the entire structure of the

part to be opened.

e The field "Loaded" shows the current opening type of the CAD elements displayed in
the structure window — without manual version selection. The opening type affects
the display of these elements:
Via the button <Change...> you can choose between the four options for

opening:

e  Open "as stored"

e Open "latest version" of the components

e Open "latest released version" of the components.

e  Open "latest release version or latest version" of the components, depending
on their availability.

e In the lower window the different versions of a component are listed.

e You can select the version of the component that you want to open in CATIA V5.

Function call from the PRO.FILE menu in CATIA V5:

"PRO.FILE" => "Open..

" => "Open with version browser"
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Proceed as
follows

1. Select the "PRO.FILE" menu from the menu bar in CATIA V5.

2. Select the function "Open..." => "Open with version browser".

= The Checkout wizard is displayed.

3. Select the desired CAD document and click on the <Open> button.

= The Checkout wizard closes.
Detailed information on the Checkout wizard can be found in the following chapter
"Working with the Checkout wizard to search for CAD documents'".

= The screen "Select document" is displayed.

4. Select the component, for which you want to make a version selection, in the

document structure.
= The lower version window now displays all corresponding versions.

5. By toggling the radio button in the first column of the version window you can
activate the desired version of a CAD element:

State MName I} Thumbnail Status VersionRevision D 1D Typeof v

@ G — Hydr_Zylinder_101663.ipt - in Bearbeitung Wersion: -/ Rewvision: - 101663 CAD-Dokument

Having activated all desired versions, you can leave the version browser by clicking
<Open> in order to continue the loading process.

= The window "Lock" is displayed.

= At this moment, the selected CAD data is not yet locked in PRO.FILE and still
available for other users. This means: If you want to edit the CAD data, you have to
lock it.

= Select all documents you want to lock by setting the checkmark for it Selection

in fhe firsf COIUmn. ; ............ .............
Detailed information on the locking of documents can be found in ‘b :
the following chapter "Lock/Unlock: Who can change when?". LI~

= Confirm your selections with <OK>.

= The selected CAD components are opened in CATIAV5. The
process of opening with the version browser is now finished.

In the following table you can find the meaning of the different icons displayed within
the version browser:

Icon Meaning

h] Indicates that this version status is the currently saved one.

&4 Indicates an object, the version of which has been exchanged.

i) Shows a version conflict. This can occur, e.g. if a part is used in two

assemblies in different versions.
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Icon Meaning

Icon of CATIA V5 assemblies

(T Icon of CATIA V5 parts

[ Indicates a softlink.

© Versions reference each other causing a version cycle.
3.4 Attention: Opening of locally existing files

When a CAD document is opened, all required elements and components are loaded
into the current work folder.

If the work folder already contains a file of the same name, you will get a list of the
elements that are to be overwritten. This also applies for newer or older versions of a
CAD documents, which can now be overwritten.

Attention: Risk of data loss

If locally changed files are overwritten with files from PRO.FILE, these local files and all
changes to them are irretrievably lost!

If versions are overwritten, the locally existing assembly now point to the newly loaded
version which has replaced the original version! You should therefore be careful when
deciding to overwrite a locally existing version

A message screen informs you that locally existing files have been found. You can now
select, which of the locally existing files is to be loaded anew from PRO.FILE, and thus
overwritten.

The list shows which of the files B Lol medified documens
Modified documents exist in local working folder.Please select douments to overwrite in list.
have been changed locally and e " s e

no longer match the status :
saved in PRO.FILE

ME L B2 o|e] e

. . Info Selection MName Info Document Documentlock Type of Document
Different versions are also
. . modified local ] Ausleger_101647 iam PROCAD 18122011 ‘CAD-Dokument
indicated.
modified local ] Bolzenf_hrung_1011660.ipt ‘CAD-Dokument

You have three options of proceeding:

e Overwrite with status from PRO.FILE: Activate the checkbox in column "Selection"
for the list entries, the local status of which is to be overwritten with the status from
PRO.FILE. If you confirms this action with <OK>, all files are copied from
PRO.FILE to your workstation.
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e Do not overwrite: Leave the checkbox unchecked.

e Load data in a different Workcenter folder: You can switch to a different working
folder via the command "PRO.FILE" => "Extra" => "Workcenter' => "Activate", to
avoid the overwriting of data. (See chapter "Workcenter functions"

Note:

Due to this behavior it is absolutely necessary, that the file names in PRO.FILE are
unique. Otherwise, it may happen that a "screw" version M5x16 is overwritten with
another variant M12x40 also named "screw".
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4

4.1

Lock/Unlock: Who can change when?

If you are editing a CAD document and want to save the changes back to PRO.FILE, this
document has to be locked for other users from the moment the changes begin.

e  Only by using the function "Lock" you can make sure, that other users are not
making changes to the same document at the same time.

e With the function "Unlock" the CAD document is made available again to other
users for editing.

For detailed information see the following sub-chapters:

e Starting your changes: "Lock" the CAD document
e The "Unlocking" of CAD documents

The locking of a CAD document makes sure that the CAD document is not modified by
other users in the meantime:

e Alocked CAD document can be opened by other users via the function "open".
However, these other users cannot save back any changes to the locked CAD
document to PRO.FILE.

e Ifthe CAD document has been opened and not locked, other users may make
changes to the document in the meantime and save those changes back to
PRO.FILE. In this case, it will no longer be possible for you to save your own
changes back to PRO.FILE.

For detailed information please see the manual "CAD design supported by PRO.FILE".

Starting your changes: "Lock" the CAD document

If a document is to be modified, it has to be locked by the user!

Function call from the PRO.FILE menu in CATIA V5:
"PRO.FILE" = > "Lock/Unlock" = > "Lock"

To lock a CAD document manually proceed as follows:
1. Make sure that the CAD document to be locked is displayed in CATIA V5.

2.  Select the menu "PRO.FILE" from the CATIA V5 menu bar.
3. Select the function "Lock/Unlock" => "Lock".
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B W Lod I T J
= The dialog for o =
. I Please select documents to lock.
locking the |
|OOded CAD z ‘ = B # 5 & O‘ -e'| Y:‘ Mumber: 18
documents is ‘ _ ,

Selection Info Name [-] Dependent Preview Status [
d|5p|0yed. N [} Project XYZ not changed net changed 0 in Bearbeitung
(Information on Y- o i I .

¥ ProcessPomer i o in Bearbeitung
the functions and
. . = Piping not changed not changed 0 in Bearbeitung
status information <
can be found in B s notchanged  notchanged 0 in Bearbeitung
fhe Chop’rer “DOfO & B Ortho not changed net changed 0 in Bearbeitung
overview: The >- B s ichnomd  ichrgd 0 ]
dOCU menf |i$f”) . % ] Spec Shests not changed net changed 0 in Bearbeitung _
< [ ] \
[:;:::; Info Name B Preview Status. Item £ Item Descript

= With the display of status information in this list PRO.FILE checks:
e whether the user has the permission to edit the document.

e whether the active documents are up to date and have not been modified by a
different user since their opening.

e whether the active documents does not already have a lock flag.

= If any of these checks returns a negative result, the document cannot be locked!

4. Select all document you wish to lock by setting the checkmark in the  Selection

first column.
5. Confirm your selections with <OK>. .

= By the command "Lock", the access permission to edit the document is checked for
the current user, and the document is locked for all other users in the database.

Once the CAD document is locked, it can be modified. The changes are then saved
back to PRO.FILE via the function "Save".

Attention: Changes in the team

It is recommended to lock document you want to edit directly after opening.
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4.2 The "Unlocking" of CAD documents

In analogy to the function "Lock" you can unlock documents that have been locked by
you by using the function "Unlock".

Note:

; You can only unlock documents that have been locked by you. The right to unlock
documents that have been locked by other users can only be given to administrators.

Function call from the PRO.FILE menu in CATIA V5:
]h "PRO.FILE" => "Lock/Unlock" => "Unlock"

Proceed as 1. Make sure that the CAD document to be unlocked is displayed in CATIA V5.
follows

2. Select the menu "PRO.FILE" from the CATIA V5 menu bar.

3. Select the function "Lock/Unlock" => "Unlock".

4. The dialog for T —— =
unlocking the ,

£ =B 0 @ ) B Nurmber: 1
loaded CAD [l Smeee | —
. Selection Info Name Dependent Preview ltem 8
dOCUI’T]GﬂfS IS &b v Rotor klein_00107244 rot changed it chaend, 2 ~ 2014032620416
dISpIOyed. ! Rotor klein_00107245 moddied ot changed 0 20140326-204117
(Information on g —— ISR — # B oo
the functions and ! (1 e Sl B oo
status
information can e = : -
be found in the o i - o B f . tene tenpemee
IID » 1 Rolor klein_00107244_00107667 netchanged ot changed 2014032620416 Retor Klein
Chopfer LTO ! Rotor kiein ZNG2_00107244_00107658 notchanged ot changed 2014032620416 Rotor Klein
overview: The
ment list").

document list') ) e

5. To make the CAD documents saved in PRO.FILE available for other  Selection

users, select the documents to be unlocked in the list.

6. Confirm your selections with <OK>.

..............................

= The lock flag for the selected CAD document is now removed.
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5

Save: How to save CAD data and changes to
PRO.FILE?

For the first-time saving of CAD documents, as well as for the saving of changes, from
the local Workcenter folder to PRO.FILE the following functions are available:

"'Save" with the options: 2

+  Open..

e Saving CAD obijects for the first time
e Save: Saving changed CAD

[  Open with newest versions...

Open with released versions...

documents Open with versions browser...
e Save automatic bl Save..
|#  Save automatic...
° que as Save As...
Save TIFF...

e  Only for drawings: Save Tiff =

Version » | & Save as new version...
% Replace version...

Furthermore, the menu "Version" contains the
function

° Save as new version

e The basic procedure for saving differs depending on whether the CAD data are
saved in PRO.FILE for the first time or whether documents from PRO.FILE are saved
back after changes have been made to them in Inventor.

Therefore, the description is divided into two chapters:

e Saving CAD obijects for the first time

e Save: Saving changed CAD documents

The descriptions of the proceeding and possibilities can be found in the following
chapters.

Further information on the saving and usage of the Checkin wizard can be found in the
manual for "Operation PRO.FILE advanced".

Note: Manual "CAD design supported by PRO.FILE"

Before using the integration PRO.FILE CATIA V5.NET please also note the manual
"CAD design supported by PRO.FILE". This manual describes additional proceedings
and related issues from the designer's point of view.

Note:

To be able to save a CAD document in PRO.FILE, it must have been saved locally
before.
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5.1

Saving CAD objects for the first time

The process of saving is carried out in a number of stages. The outcome of each
individual stage determines the dialog that will appear for the next stage.

The following procedure is prerequisite for saving:

e  Firstly you must make a local save of your newly created object . This prerequisite is
given by CATIA V5.

e Then you can save the object to PRO.FILE.

If you want to save CAD documents from CATIA V5 to PRO.FILE, use the menu entry
"'Save" from the "PRO.FILE" menu.

Note:

The description of the processes in connection with PRO.FILE may vary from your
actual business situation. This is due to the fact that actions, which are executed after
the execution of a command, can be configured differently in PRO.FILE. This
particularly applies to the PRO.FILE areas of status administration, part and project
assignment, change management and change history

Function call from the PRO.FILE menu in CATIA V5:
PRO.FILE" => "Save'

1. Select the menu "PRO.FILE" from the menu bar.
2. Click on the "Save..." button.

3. The Checkin wizard is displayed supporting you in the saving process.

Saving of new objects in PRO.FILE takes place in three Steps:

e  Checkin wizard Step 1: Creating or assigning a part master record in PRO.FILE
e  Checkin wizard Step 2: Creation of the document description in PRO.FILE

e  Checkin wizard Step 3: Assignment of the created objects to a PRO.FILE project

Furthermore:

e Notes on first-time saving of assemblies

These steps are described in the following sub-chapters.
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5.1.1 Checkin wizard Step 1: Creating or assigning a part master record in PRO.FILE

By default, every CAD document in PRO.FILE is linked to a part master record. The part
master record consists of atftributes and is used for the creation of bills of materials, for
the display of data in the drawing title block, for transfer to an ERP/PPC system, etc.

Note: Usage of PRO.FILE parts

; If you are not using PRO.FILE parts but only PRO.FILE documents, you can skip this
step with the button "Document without part".

In the first step, the assignment of the CAD document to be saved to a PRO.FILE part
master record has to be made.

B o) S » — = = Note: If several CAD
I E:a:‘;:rfii:}};dif;n;:::jp‘agt?m@i\g;r‘:z‘gjmwumyseamhfurawlh:rDan.urcrealeamonefruma a D ‘ .
documents are being saved,
PN | .icctinlict | | Search | | Newusing tempiate | | Documentwithout part Assign part fhe 1’|1’|e bor Of The Checkin
oL e pan wizard displays the
n — .
e | ([, documents that is currently
— being handled.
4 Fertigungsprodu Classification =
i Bagger oo Unit [stc [v]  usae Parttype
b Deckel Material Material No.
Felge = ents O Wieight (kg)
Gehause _ Annotation
Kolben i
Kolbenfihrung
b Lampe
[ Mtor
e
Roboter
l| > Rotor
I stift Il
Welle:
4 Maschinenelement
o ‘

The Checkin wizard offers different options, which can be accessed via the operations
bar of the wizard screen:

Create new Create new

Usage:

e A new part description is to be created for the new document.

e The document to be saved is automatically linked to the new part description
afterwards.

Proceeding:

1. Fillin the aftributes (fields) for the description of the part master.

2. After entering all required part data, confirm the creation of the part master record
in PRO.FILE with <Next>. The new part master record is saved.
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Select in list

Search

New using
template

Selectin list

Usage:

e The document to be saved is not to be linked to a new part master record but to an
existing part master record.

e ltis possible to link several documents to one and the same part master record.

Proceeding:

1. Click the option <Select in list> to select the desired part description.
= The wizard displays the PRO.FILE surface, as it was opened the last time.

2. If the part master record desired for assignment is not yet displayed in a list or form
view, you can use the search functions of the home page, the icon bar or favorites
and SmartSearch to start a selection.

3. Ifthe part master record desired for assignment is displayed in a list view, you can
now select it. (If the desired part master record is displayed in form view, it is
already selected automatically).

4. Confirm your selection with <Next>.

Search

Usage:

e The document to be saved is not to be linked to a new part master record but to an
existing part master record.

e  The desired part master record is not yet displayed in PRO.FILE and has to be
searched for before assignment of the document.

Proceeding:

1. Click the option <Search> to select the desired part description.
Enter the search criteria into the displayed search form and click <Search>.

Select the desired part master record from the list of results.

N WD

Confirm your selection with <OK>.

Mew using template

Usage:

e Anew part description is fo be created for the new document.
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Document without
part

To make the creation of a new part master record easier, an existing part master
record can be used as template with pre-filled fields, which only need to be
adjusted.

Example of usage: You are creating several records for the same screws, only with
different lengths. If you do not want to enter the same data over and over again,
you can use the function "New using tfemplate" and only have to adjust the filed
"Screw length".

The document to be saved is automatically linked to the new part description
afterwards.

Proceeding:

1. Click the option <New using template> to select the desired part description.

= The wizard displays the PRO.FILE surface, as it was opened the last time.

2. Ifthe part master record desired as template is not yet displayed in a list or form
view, you can use the search functions of the home page, the icon bar or favorites
and SmartSearch to start a selection.

3. Ifthe part master record desired for assignment is displayed in a list view, you can
now select it. (If the desired part master record is displayed in form view, it is
already selected automatically).

4. Confirm the selection of the part description with <Next>.

= The input form for the creation of the part master record is pre-filled with the data

from the selected part master record.
Make the necessary adjustments to the pre-filled dato.

Once all required part data is entered, confirm the creation of the new part master
record in PRO.FILE with <Next>. The new part master record is saved.

Document without part

Usage:

For special usage purposes it may be necessary to create a document description
without the link to a part master record.

You can therefore use this option to skip the creation or selection of the part master
record and to proceed directly with the saving of the document description.

Proceeding:

1.

Click the option <Document without part>.

= The Checkin wizard for parts is skipped. The Checkin wizard for the document

description is displayed.
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Attention:

If the creation of a part master record is skipped and only a document is created, the
saved CAD document will not be available for bills of materials and no information is
transferred to ERP systems.

51.2 Checkin wizard Step 2: Creation of the document description in PRO.FILE
All files saved in PRO.FILE are generally stored under the object type "Document".

In order to save the CAD file now to PRO.FILE, the corresponding document description
must be entered to describe and classify the CAD document and to make it available for
further usage.

For this, the Checkin wizard for the document description is available:

Project X¥Z2ip(1/7) - [E=mE=R N - |f | C
= — — = ote: If several CAD
Please enter the dats for the document to be created. If you want to use another document as 2 template, or want o use an.
existing document instead, please select the corresponding option. D ‘ d ocume nfs are be | n g
— e [ o oo mement | saved, the title bar of the
4 Hlig Dolumente = Create document Classification according to C h ec kl n wiza rd d ISp | ays
Allgemein h d h .
Prkien 5 . the documents that is
ype of Document 'CAD-Dokument [=] [

i o i currently being handled
Videsclip Projectno = E y g .
Vorlage Project descr. [ &=

4 Kaufm, Doumente
Angebot created from Version (B Document kind classificstion | 03}
Bestellanforderung |= crested on Revision |:|
Bestellung
Lieferschein |
Rechnung | Cus [ |
Vertrag CAD document
4 Techn. Dokumente
Drawing No. | ‘
[l Anderungsantrag Draning e | cl
(1l Aschivzeichnung
Berechnungen || Name a2 ‘
(l CADNokesed Annctstion [ |
M ECAD-Dokument
Foto
Lastenheft / Spezifi
Bl P i J
Cancel | [ <Back [ Nem> | Skip Finish

Here, too, the Checkin wizard offers different options that can be accessed via the
operations bar:

Create new Mew using template

e Create new
e New using template

Usage and proceeding for these options are the same as for the assignment of the part
master record, only that these functions here relate to the document description.

For detailed information see the previous chapter "Checkin wizard Step 1: Creating or
assigning a part master record in PRO.FILE".

e After the finalization of your entries confirm the saving of the CAD document and
the assignment to the desired part master record with <Next>.
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e The CAD document is now saved in PRO.FILE.

The Checkin wizard now continues with the options of assigning the newly created
objects to a PRO.FILE project.

513 Checkin wizard Step 3: Assignment of the created objects to a PRO.FILE project
In this step the CAD data just saved can be assigned to a specific PRO.FILE project.

Note: Usage of PRO.FILE projects

l The third step in the Checkin wizard is intended for the use of PRO.FILE projects. If you
are not using PRO.FILE projects, you can skip this step with the option <Skip>.

I'P;H::m:;ﬁmmM R o — T For this project assignment of
the newly created document
Createnew | | Search  [EoaUEl  Activate | Deactivate Acfivate/deactivate project desc”p‘hon (O nd, |‘F Creqfedl H’]e
RlEeewE|onanTR
_ET‘ Cockpit  [E) Plant3DProjekte [E] Newly created documents new pOrf mOSTer record) an
| SR B¢ o|& 8] _| existing project must be
e e 2 s ‘| selected, or a new project must
10099 TP Getriebe / Antrieb 30 BM \west B
» B TP Hydraulk EY M Wes be CreOTed~
10097 TP Schaufel 30 BM \west B
i * v =] Note: If several CAD documents
<1 ) b . ;
B e o i o e P aa are being saved, the title bar of
I ipti i it log i g1 ig ’
flroEoonTale v | the Checkin wizard displays the
4 B TP Hydraulik BM West 30 schulz 16.10.2007 Pr = .
i T bl Sciz CLIOTE documents that is currently
& B TP Olpumpe BM est k] Schulz 23.07.2008 Pr .
b B TP Hydraulischer Kolben B West ] Schulz 2072008 Projektinifilisierung be| ng ho ndled .
@ it ] B
Cancel [ <Bock ][ Nea> J[ ke Finish

Here, too, the Checkin wizard offers different options that can be accessed via the
operations bar:

Create new Search Select in list Activate Deactivate

Attention: Project must be activated

In order for a CAD document to be linked to a project, this project must be
ACTIVATED. This means that for all of the following options, you have to select the
option "Activate" afterwards
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Create new

Search

Select in list

Activate

Deactivate

The proceeding for these options is the same as for the first two steps of the Checkin
wizard:

Create new

A new project is created in PRO.FILE. The part master record and document description
created in steps 1 and 2 are assigned to this new project.

Search

The part master record and document description created in steps 1 and 2 are to be
assigned to an existing project. This project is now searched via the search form and
selected.

Select in list

The part master record and document description created in steps 1 and 2 are to be
assigned to an existing project. This project is already displayed in a PRO.FILE list and
only has to be selected and confirmed.

Activate

If a project is activated, all new parts and documents in PRO.FILE are automatically
assigned to this project. If no project is currently activated, and you want to do so, you
can use this function fo activate a project.

Deactivate

Again: If a project is activated, all new parts and documents in PRO.FILE are
automatically assigned to this project. If this assignment is not to be made for the
current document, you can deactivate the project before finalizing the saving process.

Note: If a project is activated, this is displayed in the title bar of the active PRO.FILE
window.

Proceeding:
For the assignment of new CAD to a project via the Checkin wizard proceed as follows:

1. Select an existing project or create a new one.
2. Select this project in the list view (project in form view are automatically selected).

You now must select "Activate". Only if the selected project has been activated, the
assignment to the project is made after confirmation.

&

Confirm your proceeding with <Finish>.

= The saving of the CAD data in PRO.FILE is now finished.
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5.2

5.3

Notes on first-time saving of assemblies

When a new assembly is saved in PRO.FILE, the following points need to be noted:

e Saving a new assembly
If you want to save a just created assembly with also just created parts to PRO.FILE
you have got different ways available. Either you first save every single part and
subsequent the assembly or you choose the command <Save> out of the
assembly. Thereby the initial point concerning the command will be the knot within
the CATIA V5 product structure which is currently active.

Attention:

It is not possible to open a part from out of an assembly in CATIA V5, save it
separately to PRO.FILE and close it afferwards. The connection between the part and
the assembly will be lost in such case! Therefore you should save parts in the context of
those assemblies they belong tol

e  Saving assemblies that contain unloaded or non-existent files
It is possible to save and/or modify assemblies with unloaded or non-existent files
to PRO.FILE. Such procedures must be explicitly approved; this is carried out in the
relevant configuration parameters in the PRO.FILE Management Console.
If the user tries to save an assembly with an unloaded or non-existent file, a list
containing the relevant files will be displayed.

Save: Saving changed CAD documents

After changes have been made to a CAD document opened from PRO.FILE you can use
the function "Save" to save your changes back to PRO.FILE.

If you use "Save" for objects already existing in PRO.FILE, the object in PRO.FILE is
changed.

Before the saving process is initiated, PRO.FILE checks whether the user has the right to
change the corresponding object in PRO.FILE. Furthermore, the program checks
whether the used copy of the PRO.FILE object is up fo date.

You can choose between the following functions to save changes to a CAD document
to PRO.FILE:

e Save: Saving changed CAD e  Only for drawings: Save Tiff
documents

e Save as new version

e Save automatic

e Saveas
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Attention: Only documents that have been locked can be saved

PRO.FILE blocks concurring changes during the work with the CAD system. It is
therefore important to make sure that the objects are locked for other users. For this,
the function "Lock" is available, offering the user exclusive access to the document and
allowing the user to save back his/her changes.

If the document has not been locked and has been modified by a different user in the
meantime, who has changed back his/her changes to PRO.FILE, your changes cannot
be saved back to PRO.FILE. See chapter "Lock/Unlock: Who can change when?".

. Function call from the PRO.FILE menu in CATIA V5:
& o > soe

Proceed as 1. Go to the integration menu "PRO.FILE" in CATIA V5.
follows

N

Select the function "Save'".

= PRO.FILE recognizes the CAD document as a PRO.FILE object and automatically
goes into change mode.

= The leIOg for- [E] Document(s) modified in session ==
The list shows documents, which have been changed in session NS :
H If you continue, documents selected in this list will first be saved locally.
fhe Se|eCflon Changes in other document will be lost,
of CAD  sE@EE w2 o]« Number: 1
documents to =
b d ) Selection  Name [=] Document  Documentlock Type of Document ltem Description htem #
€ save IS Antrieb_0103484 jam notchanged  MeLchanged PROCAD  141220M1 CAD-Dokument  Antrieb 20100811-201876
locked
displayed.

= The dialog displays a list with all changed CAD documents from the current CATIA
V5 session. (Information on the functions and status information can be found in
the chapter "Data overview: The document list").

= For assemblies, the structure is analyzed for changed CAD documents and the list
of all documents of this assembly is preselected.

= For this list the access permissions for saving the changes of the user are checked.
(If the CAD document had been locked before for editing, this prerequisite is
fulfilled.)

3. Select all documents you want to save in PRO.FILE. To do so, activate  Selection
the checkboxes for the desired documents. :

4. Confirm your selection with <OK>. T
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PRO.FILE now checks whether the structure to be saved contains documents that have
been changed locally and have not yet been saved to PRO.FILE. If locally changed
documents are found, an additional query is displayed.

5.

N

Save chal
Select all locally Dsvanse ==
List of locally modified documents. leese\mdwumhmsave -
changed
components you 22 @EEL w2 5|« F—
ant to save to =
= il
W Selection  Info Name =] Document  Document lock  Type of Document  Item Description Item #
PROF”_E fnivich 010M484iam  modiied  TASMS0OSS pROCAD 14122011 CADDokument  Antich 201008112
not changed,
welle_0103485.ipt modified versioned, PROCAD 10012012 CAD-Dokument
locked
< m | v

The changes are then saved. The CAD document previously saved in PRO.FILE is
overwritten.

T
Modification list save

Depending on the configuration and
PRO.FILE status, you now have to
enter a modification comment.

Enter the comment information into the
fields on the dialog screen.

Comment for modification

Change [

Confirm your modification comment with <OK>.

The modification comment screen is closed; your modification comment can now
be found in the "Modification list" in PRO.FILE.

The dialog for S —
documents to
= £ R B B Beolwn Number 1

be unlocked S
after saving is o i el B ” s—
displayed.
| ]( ) ! Rotor klein_00107245 modified ot changed 0 2014032620417
( n Ormoflon On ' Zshnrad_00107246. not changed not changed 0 . 20140326-204118
the functions .

d ! Podiallager_00107236 ot changed ot changed ) . 20140326-204108
ana status
information can |1« -
be found inthe  |%m o = —
Cho pi—er ”DGTO > 1 Rotor lein_001072¢4_00107657 notchanged  notchanged 20140206-204116 Rotor lein
OVerVieW' The 1 Rolor kiein ZNG2_00107222 00107658 notchanged  not changed 20140326-204116 Rotor kdein
document list").

o ] [cme ]

If documents from PRO.FILE had been locked for editing in CATIA V5, this lock is
not automatically removed after saving. The documents remain locked and cannot
be changed by other users.

If you are finished with your changes to the CAD document, you can now unlock
the document to make it available for other users.
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5.4

"Save automatic"
for complete
assemblies

= To make this process easier, the PRO.FILE CAD documents that are still locked are
displayed in the list.

9. To make the documents available again for other users, select the bl

documents in the list. To do so, activate the checkboxes for the :
desired documents. L, =

10. Confirm your selection with <OK>.

= The lock flag for the selected documents is now removed.

= The saving of your changes to PRO.FIL is now finished.

Save automatic

Apart from the already described menu function <Save> the integration offers the
function <Save automatic>, which is a very comfortable way of saving documents to

PRO.FILE:

"'Save automatic' allows the automatic creation of documents and parts in PRO.FILE
without additional queries.

"'Save automatic" for documents that are newly saved to PRO.FILE:

e  The classification via the Checkin wizard is only made for the first part and
document description in PRO.FILE.

e  Forall further CAD documents to be saved no Checkin wizard is displayed.
Document and part descriptions are saved automatically in PRO.FILE.

e Without further query means: The document and part descriptions are not filled in
manually. The data record contains only the information that have been pre-
configured in the saving form or that are automatically handed over from the CAD
system to the saving form for documents that have been opened from PRO.FILE for
editing:

e If documents have been opened from PRO.FILE for editing, the data in PRO.FILE is
without query overwritten with the modified status of the data. For changed
PRO.FILE documents "Save automatic" is identical to the proceeding for the saving
of changed documents.

When an assembly is opened within the CATIA V5 session, and all components of this
assembly are to be saved in PRO.FILE, the entire assembly can be saved in PRO.FILE
with the function "Save automatic".

If this assembly contains parts that are not yet saved in PRO.FILE, a part master record is
created automatically and without query for each part.
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-«

Proceed as
follows

&

Function call from the PRO.FILE menu in CATIA V5:

'PRO.FILE" => "Save..." => "Save automatic"

1. Select the "PRO.FILE" menu from the menu bar in CATIA V5.

2. Select the function "Save automatic" from the menu area "Save...".

= For the first document that is unknown to PRO.FILE, the normal saving process is
started. The following is displayed:

d The CheCkin WiZO rd 1‘0 IEP:::::Z‘::(;::D::D:‘BMUMVA‘] Alternatively. you may search for another part, nrcrﬂ:mnmhma 4—!/\« Scl =
Creofe fhe por‘r | template - in this case, select the corresponding option below. ¢ D ‘
descripﬁon in PROF”_E WP | icctinlist | | Search | | Newusing template | | Document without part Assign part

e Then (depending on the || = [ g —
configuration) the otenre ot [Pt
Checkin wizard to create || o || costesn

L. B Unit st [¢] sz Fart ype
the document description Coa | s R
in PRO.FILE. || e o

e Finally, (depending on | “”’m
the configuration) the | oo
Checkin wizard for the | = M
project assignment in + e
PRO.FILE. B :

3. Go through all steps of the Checkin wizard for the first new CAD document.
Detailed information on this can be found in the previous chapter "Saving CAD
objects for the first time".

= All further CAD documents are now saved automatically to PRO.FILE, without
having to fill in the document and part descriptions. A project assignment is only
made if a project is already activated in PRO.FILE.

4. For modified components already known in PRO.FILE:

If the assembly also contains components that are already saved in PRO.FILE and
that have been changed in the session or locally, these components are also
offered for saving.

Select the components to be saved and confirm your selection.

Detailed information on the saving of changes to PRO.FILE can be found in the
previous chapter "Save: Saving changed CAD documents".

Note:

"Save automatic" is identical to "Save", with the difference that the metadata is only
queried for the first document and part.
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= As result of the action <Save automatic>, a part and document description is
created for each CAD document in PRO.FILE, including the correct structure of the
assembly and the bill of materials

= The process "Save automatic' is now finished.

Attention:

When CAD documents (sub-assemblies, parts, drawings) are saved automatically, no
values are entered manually in the Checkin wizard. The fields remain empty.

This also applies to fields that are configured as required fields. As a consequence, all
elements saved with "Save automatic" have to be classified at a later point in time,
especially if these fields are required by other systems (ERP interface

Attention: ERP interface and "Save automatic"

When using the function "Save automatic', it may happen that fields, that are required
by your ERP interface, are not filled! This may lead to problems during the forwarding
of documents/parts to your ERP system. Please check the fields in the different forms
for completeness.

It is possible to have specific fields filled automatically by the system. With this you can
make sure that important fields are automatically provided the required information.
For detailed information see the configuration manual for the Integration PRO.FILE —

CATIA V5.

5.5 Save as

With this function you can use entire assemblies as a template in order to create a new
project with it. The original documents are not referenced by the resulting documents,
which are simply copies of them:

e This function saves the entire object with all of its contained elements as a new
object in PRO.FILE.

e The document descriptions and, if need be, the part masters of the originals are
used as a template for the new document/part masters.

e You can either manually or automatically create the new elements (see "Save" and
"'Save automatically").

e During this process, the drawings that belong to each element will also be
identified. These will also be included in PRO.FILE as new elements and linked to
the corresponding products/parts.
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Note:

; It is possible to change the part number and the instance names of the CATIA V5 files
using the Save As function. The configuration in the PRO.FILE Management Console
must be taken into account for this.

Proceed as 1. Select the "PRO.FILE" menu in CATIA V5.

follows: Select the function "Save as'".

2
= The integration now checks the currently loaded file in CATIA V5.
=

A check is made for all documents belonging to this structure whether drawings
have been saved for them in PRO.FILE. If this is the case, these drawings are taken
info account in the structure and the further proceeding.

= PRO.FILE displays a list, based on the structure detected in the previous step. Here
you can select the documents, you want to continue using:
Disconnect relation “
= E|E[| @5’%|I¢’|E| Mumber: 3
Lt |
Selection Info Name =] Preview Item & “ ltem Description St
» Zylinder_00106364.CAT Product notchanged  notchanged [R Zylinder in
Zylinder1_00106965.CATPart not changed  not changed - Zylinder1 in
Kolben_D0106366 CATPart not changed  not changed / Keolben in
< >
ok | [ cancel
3. Select the desired documents you want to include info the "Save as" Selection
Y
procedure. :
4. Confirm with <OK>. .

= The selected documents are displayed in an editor.
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Table of contents

5. You can allocate

new file names '
from here.

These lists also
contain the
drawings for the
documents; this
enables the user
to edit the names
accordingly.

File Name Editor B
File Name Wildcard | File Name
Process lines:

The text in the field 'Search’ will be replaced in all file names with the text
in the field 'Replace’ Process all files
I Search ] Process not selected items

] Process only selected items
I Replace

£ >

1

N.| Status | Path | Fie

000 PROFILE C\Temp\Kata Zyinder 00108964 CATProcuct
001 PROFILE CA\Temp'Kata Zylinder] 00106965 CATPart
002 PROFILE CA\Temp\Kata Kolben_0D106366 CATPart

Cancel

= Attention: Only those documents that have had the names edited will be
considered when working from now on. These documents are marked in a different

color.

6. There are 3 possible variations that you can choose from in the editor:

e Save As manual: All selected documents are saved first locally, and then saved

to PRO.FILE. The save to PRO.FILE is carried out analogous to the procedure
in the menu Save, this means that all of the document- and part-master data is

requested, when doing this the fields will be filled with the values of the original
documents from PRO.FILE.

Save As automatic: All selected documents are saved first locally, and then
saved to PRO.FILE. The save to PRO.FILE is carried out analogous to the
procedure in the menu save automatic, this means that no document- and
part-master data is requested The fields will be filled with the values of the
original documents from PRO.FILE.

Save As local: All selected documents are only saved locally.

Click on the desired option to start the function.

During the save procedure, the active document is saved first followed by all

7.
=
drawings one by one.
= The procedure for "Save as" is thus finished.
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5.6

Only for drawings: Save Tiff

The integration PRO.FILE CATIA V5.NET offers the user the option to convert a CATIA
V5 drawing into a neutral data format (NDF), e.g. TIFF and to save it as a document. By
using the function "Save TIFF" a neutral format document is created.

This NDF document is

then ou‘romo’rico”y = | ] CAD-Dokument 106235  Fahrerhaus Lockometive mi PROCAD  23.09.2011
: [ NDF2D 106308 tif PROCAD 28092011 freigegeben
||nke(%| f(? the document []NDF2D 106311 paf PROCAD 28092011  Produktion
description of the 3

« i | L2

drawing.

This function is only available for drawings, so the menu entry is only displayed in
drawing mode.

Note: Save NDF only with "Format generators"

The function "Save TIFF" is not a standard feature in PRO.FILE. This means that you
need a license to use this function. Furthermore, specific installations (converter) and
configurations may be required on your system. See the manual "PRO.FILE Format
Generators".

Function call from the PRO.FILE menu in CATIA V5:
"PRO.FILE" => "Save TIFF..."

To create a neutral data format document proceed as follows:

1. You have opened a drawing and wish to document the current drawing status.
Select the "PRO.FILE" menu from the menu bar in Inventor.
Select the function "Save TIFF".

A dialog is displayed asking, whether you wish to create the neutral format.

2.

3.

-

4. Confirm with <Yes>.
= The neutral format is now generated.

= Depending on the configuration the action is performed without further interaction.
=

The created NDF document is automatically saved in PRO.FILE and linked with the
document description of the drawing.

U

The creation of the neutral target format for the drawing is now finished.
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&

5.7

Note: Client-side NDF and server-side NDF

If, apart from the manual creation of NDF documents, you also want to use the
automatic server-side creation of NDF documents via workflow status, please make
sure fo configure the NDF documents according to your requirements (overwrite or
version).

Change management via NDF generation

With the configuration of the NDF generation via the format generators you can control
the behavior of PRO.FILE regarding the handling of TIFF documents. You can configure
that an existing TIFF document is not overwritten but versioned when the function "Save
TIFF" is used. This way, changes can actively be documented by the design engineer.

Save as new version

With the PRO.FILE- CATIA V5.NET Integration it is possible to create different versions
during saving of CAD obijects.

Note:

A version can always be created from the newest version in the version list. Whether
the creation of a version from older version is allowed as well depends on the
configuration of the parameter "Allow creating a version from an old version" in the

PRO.FILE Management Console.

If the function "Save as new Version', is called up a copy will be created of the
PRO.FILE CAD object, and this new version will increase the version/ revision counter.

e  Only the document active in the CAD session is versioned.
e The old version remains saved in PRO.FILE.

e The new version is saved with a new document ID in PRO.FILE and displayed in
CATIA V5.

e Ifa partis versioned in this way using PRO.FILE- CATIA V5.NET Integration, the
new version of the part is always saved "before" the most current version. The
references of assemblies in higher hierarchies will continue to indicate the older
version — until the assembly is saved in PRO.FIL. The assembly structure is then also

updated in PRO.FILE.

e If an assembly is versioned using the "Save as new Version" function, the tree
structure of the assembly will be built using the currently loaded parts. Multi-layered
assemblies must also be versioned layer by layer from bottom to top.
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: Function call from the PRO.FILE menu in CATIA V5:
‘ d "PRO.FILE" => "Version" => "Save as new version"

Proceed as 1. Select the "PRO.FILE" menu from the menu bar in CATIA V5.
follows: Select the function "Version" => "Save as new version".

A list with all documents, of which a new version will be created, is displayed.
Confirm with <OK>.

A new version of the active CAD documents is now created in PRO.FILE.

A message box confirms the successful creation of the version.

The new version is displayed in CATIA V5.

U4 b «y

Attention: New version is not locked

The new version created with the function "Save as new version" is not locked in
PRO.FILE. To lock the document, please use the function "Lock/Unlock: Who can

change when?".

The document list always displays the most recent version. To display older
versions/revisions of a document, you can use the function "PRO.FILE" => "Show" =>
"all document versions" from the integration menu.

@ Note: Versions of drawings

It has to be noted that the drawing of a part, that has been versioned with the function
"Save as a new version', is not automatically versioned in PRO.FILE.

Example: You have created a part and a drawing of the part in CATIA V5. You load
the part and save it as a new version. For the drawing of the part no new version is
created!

Note: manual "CAD design supported by PRO.FILE"

; For details on the version concept of the integration, please see the manual "CAD
design supported by PRO.FILE".
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6

Show: PRO.FILE Information at a glance

The area "Show" of the integration offers different functions that give you direct access to
PRO.FILE information on the current CAD drawing.

&9 Part structure...
& Part form...
i Part usage..
™ BOM..
45 Document list...
Document list in PRO.FILE...
[ Deocurnent structure..,
&)  Decument form...
&' Document usage...
=

All document versions...

@& PROCAD onthe Web...

Help...

Depending on which details you are inferested in,
you can use the different menu entries to access
the information.

This way, you can immediately access information
stored in PRO.FILE on properties and
classifications of the active CAD document as well
as structure and usage information.

The following information can be found in the area "Show":

e Data overview: The document list

e  Show: Information on a CAD document in PRO.FILE

e  Direct information in the dialog screens

e  More comfort: search and list functions in the dialog screens

e Up to date or not: Display of status information

Detailed information can be found in the following sub-chapters.
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6.1 Data overview: The document list

The document list displays the PRO.FILE information on the currently active CAD data.
With the function "Document list' you can also see which documents (part drawings) are
currently used in your (main) drawing.

, Function call from the PRO.FILE menu in CATIA V5:
‘ d '"PRO.FILE" => "Show" = > '"List of documents"

S =
When the function is SR =
used, the document list || L L2L-
N N . Level N; =] El Directs -
is displayed: = = ; B preen B
i, (Default) Sprinkler_1.SLDASM New C:\Solidworks Datalworkc|
You find the followin
g 1 (Default) base (sprinkler)_00104266.sldprt notchanged notchanged  CiSolidWorks Datalltforke|
information:
v (Default) Collar (sprinkler)_1.SLOPRT New C\Solidwiorks DatalWorke|=
L T h e d O 1‘0 ‘Fro m fh e : -1 (Default) Lower Bearing (sprinkler) SLOPRT New C:\SolidWorks Data\Workc|
P RO . F | LE 1 (Default) Upper Bearing (sprinkler)_00104522 SLDPRT notchanged  TOIEN9Sd  Cssliduorks Datalorks
d OC U m e nf e ] (Detault) Upper Washer (sprinkler) _UUT0452/ SLUPR | not changed i;k:;i'""" Ci\solidWorks Uata\Worke
d eSC rl pfl O n . -1 (Default) Bedy (sprinkler)_00104528.SLDPRT notchanged  not changed C:\SolidWorks Data\Worke ~
[ T ] v

e Information regarding the status of the currently active CAD document.
If you have not locked all CAD documents directly after opening, it is
recommended to view the status information via the document list before making
your changes. If the document is no longer marked "unchanged" it will not be
possible without problems to save your changes back to PRO.FILE.

The document list also contains — as all other dialog screens of the integration do —
different search and list functions.

Detailed information can be found in the following chapters:

e Direct information in the dialog screens

e Up to date or not: Display of status information
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6.2

Part structure

Part form

Part usage

Show: Information on a CAD document in PRO.FILE

The area "Show" of the PRO.FILE integration contains different functions for the display
of information on part master data and document descriptions in PRO.FILE.

£ Part structure... e These menu entries access information on the
& Partform... CAD document currently active in CATIA V5.
&  Part usage... . .

[}
% |som. The various menu entries allow a targeted

access to frequently needed information,
without having to navigate in PRO.FILE.

Document list...
Docurment list in PROCFILE...

B

e  After a function is selected, PRO.FILE opens

[ Docurnent structure... . . . .

8 | Document form.. and displayed the desired information.

#!  Document usage... e Within the displayed lists and forms, you can
]

All document versions...

perform all actions available in PRO.FILE.

L)

PROCAD on the Web...
Help...

Function call from the PRO.FILE menu in CATIA V5:
'"PRO.FILE" => "Show" =>"..."

Note:

Please note that you can only use these display functions if the CAD document is
already saved in PRO.FILE.

If you have made changes to your CAD document and have not yet saved these
changes back to PRO.FILE, these changes are ignored by the display functions.

The following display options are available:

With the function "Part structure" PRO.FILE displays the part the current CAD document
is attached to and other parts used within the CAD structure.

The function "Part form" displays the part master record form of the part the current CAD
document is attached to in PRO.FILE.

With the function "Part usage" you can see whether you current CAD document is used
by other assemblies.
The usage list displays the "upward" structure.
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Bill of materials

Document list

Document list in

PRO.FILE

Document
structure

Document form

Document usage

All document
versions

PROCAD on the
WEB

Help

The function "Bill of materials" displays the PRO.FILE bill of materials for the active
drawing.

The document list shows an overview of PRO.FILE information on the currently active
CAD data. Detailed information on this can be found in the previous chapter "Data
overview: The document list".

With the function "Document list in PRO.FILE" PRO.FILE is started and displays all CAD
data currently loaded in CATIA V5 in a list. Contrary to the display option "Document
list", no separate window is started in PRO.FILE, but the default list view.

With the function "Document structure" you can see which documents (= part drawings)
are used in your drawing (= main drawing).

The function "Document form" displays the document description of your current CAD
document in the PRO.FILE form view. Here you can find the specification of the
document-describing data for this CAD document.

With the function "Document usage" you can see whether the document description of
your active CAD document is used in other document or part descriptions.

The function "all document versions" displays al visible current and old versions of your
CAD document.

Via this menu entry you can access the PROCAD web site.

This menu entry opens the PRO.FILE online help.
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6.3

Direct information in the dialog screens

H W Lod [ ]
For the functions i JL —
" 0o I Please select documents to lock.
Lock", "Managed |
COpy“, and = | =B B B e o|le|e| Nurer 18
"Disconnect relation" [ St :
. Selection Info Name Dependent Preview Status [a
dialog screens are v B S T P R
ispl .
d Sp Oyed + 1. ProcessPawer modified not changed 0 in Bearbeitung
These Oﬁer H’\e & ] Piping not changed not changed 0 in Bearbeitung |
following possibilities: | - S U N
] Ortha not changed not changed 0 in Bearbeitung
i Wise notchanged  notchanged O in Bearbeiurg | |
+ O Spec Sheets not changed net changed 0 in Bearbeitung
o i ] v
Drawings
Selection Info Name Preview Status. Item £ Item Descripl

e  You can switch between list and structure view.

e Via the buttons of the list functions you can make searches and filter the results (see
the following sub-chapter "More comfort: search and list functions in the dialog

screens").

e If objects are listed in the assembly tree above the actual node (e.g. drawings),
these objects are displayed in a dependent window.

e  The lists contain status information for each of the listed objects (see the following
sub-chapter "Up to date or not: Display of status information")
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6.3.1

More comfort: search and list functions in the dialog screens

The dialog screens of the PRO.FILE integration contain different search and list
functions, as known from the PRO.FILE GUI:
= =B @ § H P 0| w| ]

Via these buttons, the following functions are available:

o
e " Selectall rows:
With this button, all rows of a list are highlighted.

. = Invert selection:
With the <Shift> key pressed down, it is possible to select whole areas of a list,
with the <Ctrl> key pressed down, you can select several individual rows. The
button "Invert selection" can be used to select everything that is not selected and
unselect everything that was selected.

= Hide selected rows:
If several rows of a list are selected, these rows can be hidden from the list with this
button.

iil

. [ Search in all columns / Search in active columns:
In order to be able to perform a targeted search for terms in the list, the user first
has to select whether the search is to be carried out across all columns in the list or
only for a specific column in the list.

. i : The search is performed across all columns in the list.

. =k The search is performed for the active column only. A column is
activated by clicking the respective column header.

. % Define Filter pattern / Filter: A character string can be entered
into the entry field located within the icon bar. Here you can use the already
described wildcards/meta characters.

The search for the entered character string is started using the " icon.
If the search pattern is found, all matching data records are highlighted.
v L . .

. Next found pattern: This icon is used fo once again compare the entered filter
pattern with the columns that are to be searched. The next data record found is

highlighted.

. Show hidden rows:
If rows of a list have been hidden, this button can be used to display them again.

= . .
. PRO.FILE list selection:
The entries of the selected rows are selected and opened in a list in PRO.FILE. This
ways you can immediately view the stored information without further selection.
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6.3.2

Up to date or not: Display of status information

The document list - as all other dialog screen of the integration - contain three columns
for displaying the status of the CAD data:

e Info: Shows an icon for the data status. If you hover over the icon with the mouse
pointer, a tool tip with more information is displayed.

B %l Welle_0103485.ipt notchanged  not changed_. D

- [J Stift 0103496 int not channed  not channed 0

| Thefileis locally up to date and matches the status saved in PRO.FILE. 0
Thereis a newer version of this filein PRO.FILE.

- @ FatarZ_UTUSESE 10t ot changed  not changed 0

e This information relates to the lock/unlock option. It is only displayed in windows
with a relation to the locking/unlocking.

o 1% Displays the status of the CAD data in the local work folder of the Workcenter.
o El: Displays the status of the CAD data in PRO.FILE.

These columns may contain the following:

Info  Local /7 PRO.FILE Description
D new unknown The file is new and unknown in PRO.FILE.
’ unchanged unknown The file is locally unchanged but comes from
4 a different instance of PRO.FILE and can
therefore not be saved back to the current
instance.
’ changed unknown The file is locally changed but comes from a
o different instance of PRO.FILE and can
therefore not be saved back to the current
instance.
. unchanged unchanged The file is locally unchanged and exists in the
L locked same form in PRO.FILE. The file is locked by
a different user and can therefore not be
saved back.
ED unchanged unchanged The file is locally unchanged and exists in the
versioned same form in PRO.FILE. There is a newer
version of this file.
SP‘ unchanged unchanged The file is locally unchanged and exists in the
— locked same form in PRO.FILE. There is a newer
versioned version of this file. The file is locked by a

different user and can therefore not be saved

back.
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Info

5,
L]

L/

L

s

{

bes

SR

Local 2

unchanged

unchanged

unchanged

unchanged

changed

changed

changed

changed

changed

changed

changed

changed

PRO.FILE

changed

changed
locked

changed
versioned

changed
locked

versioned

unchanged

unchanged

locked

unchanged
versioned

unchanged
locked

versioned

changed

changed
locked

changed
versioned

changed
locked

versioned

Description

The file is locally unchanged but has been
modified in PRO.FILE after it has been copied
locally and can therefore not be saved back.

The file is locally unchanged but has been
modified in PRO.FILE after it has been copied
locally and can therefore not be saved back.

The file is locally unchanged but has been
modified in PRO.FILE after it has been copied
locally and can therefore not be saved back.
There is a newer version of this file in

PRO.FILE.

The file is locally unchanged but has been
modified in PRO.FILE after it has been copied
locally and can therefore not be saved back.
There is a newer version of this file in

PRO.FILE.

The file is locally changed but has not yet
been saved back to PRO.FILE.

The file is locally changed. It is locked by a
different user and can therefore not be saved
back. Local changes may get lost.

The file is locally changed but has not yet

been saved back to PRO.FILE. There is a
newer version of this file in PRO.FILE.

The file is locally changed. It is locked by a
different user and can therefore not be saved
back. Local changes may get lost. There is a
newer version of this file in PRO.FILE.

The file has been modified both locally and in
PRO.FILE. The local changes cannot be
saved back.

The file has been modified both locally and in
PRO.FILE. The local changes cannot be
saved back.

The file has been modified both locally and in
PRO.FILE. The local changes cannot be
saved back. There is a newer version of this
file in PRO.FILE.

The file has been modified both locally and in
PRO.FILE. The local changes cannot be
saved back. There is a newer version of this
file in PRO.FILE.
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/ Functions for the version administration

The integration PRO.FILE CATIA V5.NET offers several functions for opening and saving
when working with versions:

e  Open with newest and released versions of 2
the components

i Open..

e Open with version browser W | Open with newest versiors...

Open with released versions..,
L4 Save as new version Open with versions browser...
These functions have already been described in bl Save..

. h |#  Save automatic...

previous chapters.

Save As..,
Furthermore, there is the function: Save TIFF..

- ' Save as new version...
: Version b | —

° Replace version T Replace version...

Information on this can be found in the following sub-chapter.

Note: manual "CAD design supported by PRO.FILE"

For details on the version concept of the integration, please see the manual "CAD
design supported by PRO.FILE".

7.1 Replace version

Attention: Undo not possible!

By using the function "Replace version" the current structure of the concerned obijects is
changed. It is not possible to restore the objects in the previous state!

The command "Replace Version" allows an existing, built-in version of a CAD object to
be replaced by a new version for all assemblies in which it is used.

In the design process an object may be locked due to feedback from the testing
department. This object is no longer to be used. You as a designer now have to adjust
all designs.

For this, you can use the function "Replace version'.

e Via the function "Replace version" all assemblies are searched, in which the
predecessor version of the current part is used (referenced). The reference is then
changed to point to the new version of the part.
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Proceed as
follows

PRO.FILE then creates a special document list, in which all documents are listed
that are referencing to the old version of the part. You can now select, which
assemblies are to be updated. The CAD info "used x times" indicates how often this
part is used in other assemblies.

In all selected assemblies the dependencies are replaced by a reference to the
currently active object.

Before a component is replaced in an assembly, PRO.FILE checks, whether the user
has the permission to change this assembly.

Function call from the PRO.FILE menu in CATIA V5:

"PRO.FILE" => "Version" => "Replace version"

When the function "Replace version" is used, a check is made based on the PRO.FILE IF
of the active CAD document regarding its usage: this check detects in which assemblies
and drawings the active document is used.

You can then replace the old version of the active PRO.FILE document in all
corresponding assemblies and drawings with the new version.

1.

Load the new version of the document, with which you want to make the
replacement, from PRO.FILE in CATIA V5 (open the replacing document, not the
document to be replaced).

Select the function "PRO.FILE' => "Version" => "Replace version'.

' —
Select now, which of the predecessor E Replace vesion =
. . This function allows to replace previous versions
versions is to be replaced by the new oithe acivedocumentn ol PRO FILE
version:
Replace version
e  Only the direct predecessor @ st version
version, wherever it is used. © il rosious varsion
e All predecessor versions, wherever
they are used.

You now get a list of how often and where the predecessor version(s) of the
document is/are used.

Select all records, for which a replacement is to be made.
Confirm your selection with <OK>.

The version is now replaced: The currently loaded version is then used by all
selected assemblies/drawings.

You thus have cleaned all concerned objects.
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= If you have not modified all object, you can repeat this action. You then receive a
list of all objects using the old version of the component (minus the objects already

modified).
Attention:
If a part is used in different assemblies, each assembly has to be updated with this

function. If the part is used in many complex assemblies and in different versions, this
may lead to a certain amount of work to be done.
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8.1

‘ >

Proceed as
follows:

Additional Functions to edit Drawings and
Assemblies

The integration of PRO.FILE CATIA V5.NET offers the user various functions which may
only follow in connection with certain CAD objects.

For CAD obiject the following functions are available:

e Disconnect relation

e  Properties update

When an assembly is active, you can also access the following functions:

e Insert component

° Reploce component

e Create BOM

When a drawing is active, you can also access the following function:

e Update title block

Disconnect relation

By the classification of CAD objects with PRO.FILE you have an excellent tool for the
administration of your designed models and documents. This "Knowledge base" can be
used for new designs. With correct classification you can find similar objects for new
designs in PRO.FILE and use them for new designs or modifications.

You thus avoid tedious redesigning of the object. In order for the existing object o
become independent from the objects in PRO.FILE, you can use the function
'Disconnect relation".

This function removes the database connection of a part, drawing or assembly from the
PRO.FILE database. The CAD objects are then treated as local CAD objects and behave
like newly designed objects.

Function call from the PRO.FILE menu in CATIA V5:

"PRO.FILE" = > "Disconnect relation"

1. Select the "PRO.FILE" menu in CATIA V5.

2. Select the function "Disconnect relation”.
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= The dialog for e et -
the selection of ' - .
documents to be s S — ‘
disconnected is N - PP . | 1
displgyed_ + B 1 KuHaler 100335 ¥ motchanged notchanged 0 u ii‘

- » E Kw_100336 v mnotchanged notchanged O - 20071017-200251 Kw
(Information on oh L [ — e RE L R s
the functions S — M ? i o
and status . N . _
. IS 1 1S0_1207_-_M3_x_6_100340 ¥ notchanged notchanged 0 6 20071017-200255 1S0 1207 - M3x 6

entries can be —
found in the B o I — — S
chapter "Data ‘ ‘
overview: The o) o)
document list').

3. Select all CAD documents, the PRO.FILE connection of which you celerhion
want to dissolve by using the checkboxes. ~— 7TEETT

= The previous file name without ID, or with the suffix " Index" is suggested as new
file name, e.g. "assembly 1"

4. Give the document to be disconnected e

. L i Ausleger_.. freie Texteingabe...| 1

a name under which it is to be saved o : e L
locally. You can edit this name freely in
the "Name" column.

5. Once all files are selected and renamed, confirm with <OK>.

= The PRO.FILE connection for all selected CAD components is now removed. The
existing objects are locally removed from the CAD session and the new objects are
loaded.

= The disconnection of the objects is thus finished. A check via the function "File" =>
"Properties" shows that all objects are displayed as if newly designed.

= The selected CAD files are now saved locally and no longer have a PRO.FILE
connection. Changes to these documents are not saved to PRO.FILE!

= To save these CAD files again to PRO.FILE see chapter "Save: How to save CAD
data and changes to PRO.FILE2".

Note:

If the database connection of an assembly is dissolved, the document relation of parts
contained in this assembly remain intact. You only have disconnected the assembly
description.
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8.3
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Proceed as
follows:

&

Properties update

When metadata in PRO.FILE is linked to properties in a product or part, this information
can be updated via this function.

Function call from the PRO.FILE menu in CATIA V5:
"PRO.FILE" => "Properties update"

Insert component

Via the function "Insert component' parts or assemblies saved in PRO.FILE are inserted
into the assembly in CATIA V5.

With the PRO.FILE Checkout wizard you select the CAD document, which is then placed
in the assembly.

Function call from the PRO.FILE menu in CATIA V5:

'PRO.FILE" => "Insert component"

1. Activate the assembly, into which the component is to be inserted, with a double

click in CATIA V5.
2. Select the "PRO.FILE" menu in CATIA V5. Insert component...

. Replace component...
Select the function "Insert component". . .

= You are then prompted in the Checkout wizard to select the component in
PRO.FILE, which you want to insert into the assembly.

>

Select the desired CAD document and click <Open>.

= Detailed information on the Checkout wizard can be found in the chapter "Working
with the Checkout wizard to search for CAD documents".

5. The positioning is made automatically by CATIA V5.

= The component from PRO.FILE is now inserted into your assembly.

Note: Only available for assemblies

This menu entry is only available if an assembly is active.
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8.4
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Replace component
Via the function "Replace component' the components used in the CATIA V5 assembly

are replaced by a component from PRO.FILE. After the selection of the replacing
PRO.FILE CAD document, you can select the component to be replaced in CATIA V5.

Function call from the PRO.FILE menu in CATIA V5:

"PRO.FILE" => "Replace component'

1. Select the "PRO.FILE" menu in CATIA
V5.

[4 Insert component...

ta» Replace component...

2. Select the function "Insert component".

= You are then prompted in the Checkout wizard to select the component in
PRO.FILE, which you want to insert into the assembly to replace an existing
component.

3. Select the desired CAD document and click <Open>.

4. Detailed information on the Checkout wizard can be found in the chapter "Working
with the Checkout wizard to search for CAD documents".

5. Select then the component in your CATIA V5 assembly that is to be replaced by the
component from PRO.FILE.

= The selected component is now replaced by the component from PRO.FILE.

Note: Only available for assemblies

This menu entry is only available if an assembly is active.

PRO.FILE Release 8.7
July 2017

Page 66 of 78



Functions of the Integration PRO.FILE CATIA V5.NET

Table of contents

8.5 Create BOM

With the function "Create BOM" a bill of materials based on the CAD structure of the
active document in CATIA V5 is created, which can be viewed in PRO.FILE.

If a bill of materials list structure already exists in PRO.FILE for the assembly body of

parts in question, the structure will be updated. If the CATIA V5 geometry contains parts
that are not yet contained in the bill of materials, these will automatically be used in the
PRO.FILE bill of material structure.

Note:

; Please note the following requirements for the creation of the BOM in PRO.FILE:

Bills of materials can only be created for assemblies.

The CAD documents must be linked to a part master in PRO.FILE.

Function call from the PRO.FILE menu in CATIA V5:
‘ " PRO.FILE' => "Create BOM:

Proceed as 1. Select the "PRO.FILE" menu in CATIA V5.
follows: .
2. Select the function "Create BOM".
L —
= Alistdisplays all ~ [Seessm =
| |Ooded ;h:a\'\:gﬁ:wslhel:urrentassamb\yar\dsubassemhhes By selecting lines it is possible to create the BOM for the selected T
currently
assemblies and 2z @Bl % o ——
N Li
SUb-OssemblleS. s:emm Name OK Document  Documentlock SP wF Thumbnsil Type
(Default) Sprinkler_00104520 SLDASM o ? CAD-|
3. Select all CAD documents for which you want to create or update Selection

the bill of materials by using the checkboxes.

@ Note: Display of conflicts

If the creation of a BOM is not possible for an assembly, the column "OK" shows a red
"Attention" symbol. The corresponding tooltip shows the cause of the problem.
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»

Confirm your selection with <OK>.

= If positions are contained in the PRO.FILE bill of materials list which do not occur in
the geometry, a query will occur, in which the user can determine whether the bill
of materials list positions should be deleted in PRO.FILE.

5. Select the rows, for which the corresponding BOM position is to be deleted in
PRO.FILE

6. Confirm your selection with <OK>,

The bill of materials for the selected CAD assemblies is created/updated in

PRO.FILE.
= The successful creation/update of the bill of PROFILE V8
materials is confirmed by a message. @ BOM was created.

To view the bill of materials in PRO.FILE, select the function "Show" => "Bill of
materials" as described in the chapter "Show: Information on a CAD document in

PRO.FILE".

Note:

@ Please note that norm parts or auxiliary materials not displayed in the drawing (e.g.
water or oil) is not included in the bill of materials by the function "Create BOM'".
The description of the functions for editing a bill of materials in PRO.FILE can be found
in the PRO.FILE manual "Working with structures and bills of materials".

Note:

; This function can be activated automatically for each saving procedure. Please see the
configuration manual of the integration for further details.
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8.6

The following has
to be noted

Update title block

With this function the title block of the current CATIA V5 drawing is filled with current
data from PRO.FILE.

This function can only be used if the current CATIA V5 documents contains a drawing
saved in PRO.FILE. Furthermore, the title block already has to be configured.

Function call from the PRO.FILE menu in CATIA V5:
"PRO.FILE" => "Updo’re title block"

After confirmation of a query mask the fitle block, modification list and bill of materials
are filled automatically, depending on the configured template.

e  The modification list always lists the most recent entries.

e |f the modification list contains more entries than rows in the configured template,
older entries are not displayed.

Title block:

e Ifthe values in the title block are not set they will be filled in automatically as long
the drawing template is configured accordingly.

e Ifthe values in the title block are set they will be updated automatically.

e If you do not need a certain value in the title block any more you can either delete
the according textbox from the background sheet of the drawing or adapt the
configuration within PRO.FILE. In order to bring this value onto the drawing once
again you will have to create and place the textbox anew.

Bill of materials:

e If the bill of material is not available in the drawing it will automatically be created
as long as the drawing template is configured accordingly.

e Ifthe bill of material is already available the values will be update d.

e If you do not want to have a bill of material you will have to delete it from the
background sheet of the drawing. In order to bring it onto the drawing once again
you will have to create and place the template anew.
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List of modifications:

e If the values in the list of modifications are not set they will be filled in automatically
as long as the drawing template is configured accordingly.

e Ifthe values in the list of modifications are set they will be updated automatically.

e If you do not need a certain value in the list of modifications anymore you can
either delete the according textbox from the background sheet of the drawing or
adapt the configuration within PRO.FILE. In order to bring this value onto the
drawing once again you will have to create and place the textbox anew.

Balloons:

e The values inside the balloons will be updated. The balloons can only be created in
the menu item "Extra" => "Create balloons".

Within the list of modifications only the current entries will be listed. If there is no space
left in the configured list of modifications the oldest modifications will be deleted.
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Q Extra

The menu section "Extra" contains the following functions:

e  Workcenter

e  Creating and changing an active working directory

e  Create balloons

e Update balloons

In order to transfer positions of bills of materials from PRO.FILE to the drawing
automatically please follow the instructions below:

1. Click that view you want to create the positions.

2. Activate the command "create position" from the PRO.FILE menu in CATIA V5.
The positions of the bills of materials are now displayed in the CATIA V5 drawing.

9.1 Workcenter

The Workcenter supports you in the administration of components loaded from
PRO.FILE and saved locally.

. Starting the Workcenter from the PRO.FILE menu in CATIA V5:
‘ '"PRO.FILE" => "Extras" => "Workcenter"

You can specify a work folder for each project, display it in Microsoft Explorer, lock and
unlock components, get detailed information on parts, documents and bills of materials
or delete individual CAD document from your work folder.

Further information can be found in the manual "CAD design supported by PRO.FILE".

Attention when working with several work folders:

Please be careful when working with several work folders. It may happen that the
loaded CAD document has loaded components from work folder A as well as from
work folder B. When deleting files from one work folder, make sure that these
components are not referenced by documents in a different work folder. To prevent the
loss of data, you should only delete CAD documents that are saved in PRO.FILE.
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9.1.1

|_:J Refresh

Workcenter functions

The Workcenter is divided into two areas

e on the left hand side you can find the directory structure of the Workcenter and its
commands.

e on the right hand side you can find the commands for all parts or other files
currently retrieved from PRO.FILE that can be found in the working directory. You
can also find here the status information as described in the chapter "Up to date or
not: Display of status information".

Workcenter

Please choose the desired workfolder.

The current workfolder is: C-\Temp\ACADWC
04 Activate ¢ Refresh [ Explorer U Refresh (2 Lock/Unlock = $§ Delete
= CiATemp MName Info =} @ Document  Document lock  ltem # o
ACADWC 9
Fixture_parts_0106789.dwg P New
new_model .dwg ‘ New
a
profile. scr E New
Truck_Model dwg not changed  not changed 20080829-201113

4 m | o

Close

The functions for the directory structure:

Tl Activate

The selected folder will be used as the new working directory.
The current working directory is marked in bold.

[3] Refresh The view of the directory structure is updated.

[ Explorer The selected folder is opened in the Windows Explorer. This
gives you the possibility to use the usual Windows functions in

order to delete, create or copy a working directory.

The functions for the working directory:

A Irformation = Using the drop-down menu, you can retrieve the following

information for marked obijects:

Document structure
Document form
Document usage

Structure of the parts
Part form

Usage of parts

Bill of materials

The contents of the marked rows are read again from
PRO.FILE and then displayed.
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%) Lockfunlack - The respective document is — depending on the user’s
authorizations — locked or unlocked.

2 Delsts The marked documents are deleted from the directory.

If the local status of at least one of the selected files is more
recent than the one stored in PRO.FILE, a warning message
will be displayed.

5 Clearworkspace Starting from the selected work folder, all files that have been
saved to PRO.FILE and that have not been modified locally
since are deleted — including files in sub-folders.

Y Filter The display filter for the document list can be adjusted via this
icon. This can be used to facilitate the finding of objects in
large folders.

L. Update version Selected files can be replace by a newer PRO.FILE version (of
the same file name). If version conflicts arise, the PRO.FILE
dialog for the version selection is displayed.

Open with double Double-clicking a file in the Workcenter opens the file in in
click in the CAD the CAD system (if it is not already opened).
system

9.1.2 Creating and changing an active working directory

When working with the integration PRO.FILE CATIA V5.NET, you can use several
parallel working directories (provided that this is configured).

To manually create, activate or change a working directory the function "Workcenter" is
used.

} Function call from the PRO.FILE menu in CATIA V5:
i "PRO.FILE" => "Extra" => "Workcenter"

The basic e To create a new folder, you can use the "Explorer" button. In the displayed Windows
possibilities in the explorer you can create and manage subfolders and directory structures.
Workcenter

e  The currently active working directory is displayed in bold. In this folder all CAD
data from PRO.FILE and CATIA V5 is currently saved.

e To activate a working folder select the desired folder and click the button "Activate”.

PRO.FILE Release 8.7
July 2017 Page 73 of 78



Functions of the Integration PRO.FILE CATIA V5.NET Table of contents

&

9.2

‘ >

Requirements for
the creation of a
position

How to create
positions
automatically

Note:

The first level of the working directory is assigned via the configuration in the PRO.FILE
Management Console. The creation of new working folders can only be made below
this superior folder.

Create balloons

When working with drawings and assemblies the function "create balloons" allows to
display positions of bills of materials from PRO.FILE in drawings. Therefore the CATIA
V5 function for the automatic positioning of balloons is used.

These balloons will be filled up with information out of the PRO.FILE bill of material.
Thereby only the first level within the displayed assembly will be analyzed and a balloons
will only be created automatically for parts and sub-assemblies that belong to this level.

Function call from the PRO.FILE menu in CATIA V5:

"PRO.FILE" => "Extra" => "Create balloons"

To be able to create a position within a drawing certain requirements have to be

fulfilled:

e The drawing is saved to PRO.FILE.
e A bill of material has been created in PRO.FILE.

e Within the PRO.FILE Management Console the output formats have to be
configured. (See the configuration manual)

e  The settings in CATIA V5 concerning the automatic generation of balloons have to
be configured correctly. (See the configuration manual)

These requirements have to be fulfilled intending inserting positions of bills of materials
successfully.

Attention:

The function "create balloons" only works if the language is set to English!

In order to transfer positions of bills of materials from PRO.FILE to the drawing
automatically please follow the instructions below:

1. Click that view you want to create the positions.
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2. Activate the command "create position" from the PRO.FILE menu in CATIA V5.
The positions of the bills of materials are now displayed in the CATIA V5 drawing.
The location of the Position-number can be changed per drag&drop.

9.3 Update balloons

The function "update balloons" allows updating already existing balloons in a CATIA V5
drawing with current values from the PRO.FILE bill of material. It is a precondition that
the related balloons were also created with the help of the function "update balloons".

: Function call from the PRO.FILE menu in CATIA V5:
‘ "PRO.FILE" => "Extra" => "Update balloons"

9.4 Update thumbnail

If the PRO.FILE document list uses thumbnails, this function can be used to update the
thumbnail images.

. Function call from the PRO.FILE menu in CATIA V5:
‘ 'PRO.FILE" => "Extra" => "Update thumbnail"
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10

Global

Configuration

Local
Configuration

Workplace-specific configurations

The integration PRO.FILE CATIA V5.NET makes enterprise-wide, global configurations
of the mode of operation and environment possible - as well as also the local,
workplace specific determination of user adjusting.

The global configuration applies for all users. It can be configured by using the
PRO.FILE Management Console.

With the help of the adequate parameters it is possible to configure the company-wide
behavior of the integration PRO.FILE CATIA V5.NET.

The user can carry out individual settings when required within the CATIA V5.NET
Integration. In order to do the local configuration the PRO.FILE Management Console
has to be used. For these purposes the respective parameters will be defined user-
specific.

The settings for the following options can be found here:

e Document list

e  Original name reference

e Title block

e capacity (update characteristics and title block)
e general parameters

Further information can be found in the configuration manual of the integration.
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